19970624.ba ba-por01.516 ba-por01.517 ba-por01.518 

>1516 

>From owner-boatanchors@sco.theporch.com Mon Jun 23 00:03 CDT 1997 
>Received: from sco.theporch.com (sco.theporch.com [207.234.31.38]) 
> by uro.theporch.com (8.8.6/A-UX-3.1.1) with ESMTP id AAA03136 
> for <SHIMSHON@URO.THEPORCH.COM>; Mon, 23 Jun 1997 00:03:25 -@500 (CDT) 
>Received: from sco.theporch.com (localhost [127.0.0.1]) 

> by sco.theporch.com (8.8.6/SCO-5.0.2) with SMTP id FAA26423; 

> Mon, 23 Jun 1997 05:02:13 GMT 

>Message-Id: <199706230502.FAA26423@sco.theporch. com> 

>Date: Mon, 23 Jun 1997 00:02:13 CDT 

>Sender: owner-boatanchors@theporch.com 

>From: boatanchors@theporch.com 

>To: Old Tube Radios <boatanchors@sco.theporch. com> 

>Subject: BOATANCHORS digest 1516 

>Mime-Version: 1.0 

>Content-Type: multipart/mixed; boundary="-- 
__ListProc__NextPart__867041942433520971" 

>X-Listprocessor-Version: 8.1 -- ListProcessor(tm) by CREN 

>Status: 0 


BOATANCHORS Digest 1516 
Topics covered in this issue include: 


1) HQ-150 fixed 
by bdhall@ghg.net (Benjamin D. Hall) 
2) Re: Frank Jones/El. Radio 
by Sandy W5TVW <ebjr@worldnet.att.net> 
3) tubes for sale/trade 
by bdhall@ghg.net (Benjamin D. Hall) 
4) A better Shipping Method 
by Scott Robinson <spr@earthlink.net> 
5) Regenerative IFs 
by Scott Robinson <spr@earthlink.net> 
6) Re: UPS... 
by Morris Odell <morriso@vifp.monash.edu.au> 
7) Re: UPS Oops 
by "Robert M. Bratcher Jr." <bratcher@worldnet.att.net> 
8) Txansformer ID ? 
by Peter Adams <peterada@mindspring.com> 
9) Need a mic stand. 
by Keith Heitzmann <kk5fe@communique.net> 
10) Old radio restoration, -or- just how close anyway? 
by "Lawrence R. Ware" <lrware@pipeline.com> 
11) Re: HQ-1xx Tuning Drive 
by Kevin Pease <hamradio@mm1001.theporch.com> 
12) Re: HQ-150 fixed 


by bdhall@ghg.net (Benjamin D. Hall) 
13) My new BA: R-390A 
by Scott Robinson <spr@earthlink.net> 
14) R390a panel finishing 
by David Medley <davemed@worldnet.att.net> 
15) Epoxies 
by "Barry L. Ornitz" <ornitz@tricon.net> 
16) FS: Gonset Communicator II 
by Mikhael Brown <mikhael@hpcmmp13.sj.hp.com> 
17) Re: UPS Oops 
by Ken Gordon <keng@uidaho.edu> 
18) Thrill Boxes 
by "Robert Nickels" <ranickel@mwci.net> 
19) Re: Old radio restoration, -or- just how close anyway? 
by Ken Gordon <keng@uidaho.edu> 
20) Stress Corrosion Cracks 
by Tom Clarke <fclarke@erols.com> 
21) WIB Filament Choke 
by kb5wwo@juno.com (George Folse) 
22) Re: My new BA: R-390A 
by Ken Gordon <keng@uidaho.edu> 
23) Re: My new BA: R-390A 
by John Kolb <jlkolb@cts.com> 
24) UPS hints for shipimg BA's 
by "Daniel H. Arney Jr." <kn6di@idt.net> 


Date: Sun, 22 Jun 1997 16:02:35 -0500 

From: bdhall@ghg.net (Benjamin D. Hall) 

To: BoatAnchors@SCO.ThePorch.Com 

Subject: HQ-150 fixed 

Message-ID: <3.0.32.19970622160233 .006d£28c@mailman. ghgcorp.com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Hi Folks - decided a few weeks ago that I needed to do some work on my 
HQ-150. Specifically, the Noise Limiter switch and the Send-Receive switch 
didn't match. Normally, this wouldn't bug me too much as long as the 
switches worked well, but since this set is at least a 9 / 10, I had to 
change them. Plus, I figured that since I had to take the front panel off 
to replace the switches, I could clean it and wax it. 


HQ-150's aren't that hard to work on. Lots of clearance for screw heads, 
and everything came apart nicely. Cleaned and waxed the front panel and I 


now can see my reflection in it. 


Replacing the old switches was easy. Once I got the Noise Limiter switch 


out, I made an interesting discovery - it was open! Switching it on didn't 
complete the circuit. Ah ha! I wonder if that is why the audio on this 
unit wasn't as nice as my HQ-140-XA, becuase the NL is always on! This 
discovery made the time worth it. While I had it apart, I de-oxited all 
the switches, lubed the shafts, changed the bulbs (one kept flickering, the 
other was nearly end of life I'd bet), and generally admired Hammarlund's 
design. 


Got it all back together, and boy does it look nice. Fired up one of the 

local Mexican AM stations and boy is the AM audio nice now. Good and loud 
too. This unit has better fidelity on AM than my Yamaha stereo receiver. 

Plus, now switching the NL on and off makes a difference! 


I'm a very happy camper. Now that it looks like new and plays wonderfully, 
this radio is now even more special to me. 


73 y'all, 

Ben 

Benjamin D. Hall, junque collector extraordinaire, Located in Houston, Texas. 
e-mail: BDHall@ghg.net web: http://www.ghgcorp.com/bdhall 


Date: Sun, 22 Jun 1997 21:11:12 +0000 

From: Sandy W5TVW <ebjr@worldnet.att.net> 

To: rbarmore@indy.net, boatanchors@theporch.com 
Subject: Re: Frank Jones/El. Radio 

Message-ID: <19970622211110 . AAA23216@LOCALNAME> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


At 04:34 PM 6/22/97 +0000, you wrote: 

> 

>Hi! 

> 

> I've got to agree with Michael; much as I enjoy the articles by the 
>particular ER writer who did the "modern" Super-Gainer, it's a nice radio 
>but it's no Jones. (There's the little matter of Unobtanium parts, too). 


73, 
- -Bobbi 


VV VV VV WV 


I had some slight experiance with trying to build one! I found that making the 
mixer regenerative is almost a *NO-NOx! You get oodles of gain, but making 


the mixer and oscillator track is impossible! The mixer gets very sharp 

when you 

crank the regeneration in! (Not oscillating, of course!) 

I have found the IF stage (regenerative stage) pulls very badly with signals' 
strength! Jones recommended an Aladdin IF can that had adjustable coupling. 
I would be inclined, if I try it again, to use a 1.650-1.7 Mhz IF stage with 
the coils 

adjustable or VERY loosely coupled! I HAD thought about using some 1415 Khz 
IF's from a BC-454 and adding some shielding to "uncouple" the windings 
internally. 

These are easy to take apart and very well made. (Oops! hope Stinson 

doesn't catch me! ;-> 

The "Super Gainer" is a fascinating circuit. The regenerative IF offers many 
advantages in a CW receiver with a minimum parts count. More "modern" designs 
add a seperate BFO rather than make the IF oscillate. 

73, 


E. V. Sandy Blaize, W5TVW 

"Boat Anchors collected, restored, repaired, traded and used!" 
417 Ridgewood Drive, 

Metairie, LA., 70001 

ebjr@worldnet.att.net 

*xxLooking for: 860 tubes, WL-460 tubesxx 

xxButternut HF2V antenna, G-R test gear.................-2-- KKK 


Date: Sun, 22 Jun 1997 16:14:21 -0500 

From: bdhall@ghg.net (Benjamin D. Hall) 

To: BoatAnchors@SCO.ThePorch.Com, baswaplist@foothill.net 
Subject: tubes for sale/trade 

Message-ID: <3.0.32.19970622161418 .006d£28c@mailman. ghgcorp.com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Greetings all, besides working on the HQ-150 today, I thought I'd do some 
cleaning of the shop. Time to move out some tubes I don't use and won't 
ever need. 


Tubes (used, pulls, will test) 

6DJ8's, 6CL6's, 6AU6's, 6080's, 6AU5's, 5879's NIB, 5963's, Tek 18N030 (18 
volt 30 second thermal delay switches), 12B4's, 6197's, etc... Have 
others, mostly from/for Tek scopes, feel free to write. Price - let's 
talk, I'm open to trades. 


Thanks and 73, 
Ben 


Benjamin D. Hall, junque collector extraordinaire, Located in Houston, Texas. 
e-mail: BDHall@ghg.net web: http://www.ghgcorp.com/bdhall 


Date: Sun, 22 Jun 1997 15:17:08 +0100 

From: Scott Robinson <spr@earthlink.net> 

To: boatanchors@theporch.com 

Subject: A better Shipping Method 

Message-ID: <v03007800afd2e2e41734@[153 .34.139.143]> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Folks, 


There is another shipping methd that I have occasionaly used that takes a 
little more work, but should be safer. It's counter-to-counter air package 
service. 


Most airlines will do this. It's particuarly desirable for direct flight 
situations-no plane changes-so that handling is minimized. The down side 
is that both you and the recipient must go to your respective friendly 
neighborhood airports to ship/receive the BA. 


Generally, the package arrives at the baggage claim office near the luggage 
pick-up area. 


They will wtill probalby drop it, but they might do so fewer times...oh, 
and whatever weight limit (usually 70 or 100 lbs.) that airline uses will 


apply, so ask before you start packing and planning. 


Geryhound, of course, does the same thing, and for straight shot runs it's 
worth considering. 


I recently bought two R-390As from a fellow in Los Angeles (I live near San 
Francisco) precisely becaseu I could go and fetch them myself, incurring no 
risk of shipping damage unless my car got rear-ended pretty hard. 


Shipping has alwasy been a drage, in my experience. 


Regards, 


Scott Robinson 
spr@earthlink.net 


Junque is GOOD for you! 


Date: Sun, 22 Jun 1997 15:25:59 +0100 

From: Scott Robinson <spr@earthlink.net> 

To: boatanchors@theporch.com 

Subject: Regenerative IFs 

Message-ID: <v03007801afd2e60ad460@[153 .34.139.143]> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Folks, 


These were used, or at least a wee bit of positive feedback was used, in 
the IFS of Philco 46-350 wooden roll-top portables made in 1946-48. There 
was no regen control, but the output IF can has a tertiary winding feeding 
the screen of the IF amp. 


Regards, 


Scott Robinson 
spr@earthlink.net 


Junque is GOOD for you! 


Date: Mon, 23 Jun 1997 10:35:37 +1200 

From: Morris Odell <morriso@vifp.monash.edu.au> 
To: boatanchors@sco.theporch.com 

Subject: Re: UPS... 

Message-ID: <33ADA8B9.804@vifp.monash.edu.au> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Ken Gordon wrote: 
> 


Has anyone ever noticed how FAIR packs their equipment ? At least 4 inches 


> 
> of HARD packed newspaper completely surrounding the gear, usually double 
> boxed unless the equipment is itself in a carrying case. 


> 
> Although I live in a small town (pop. 24K) and not near a big city, I have 
> never received anything from Fair Radio which was damaged. 


I'll second that. I've received fragile items like glass vacuum 
variables and CRTs from them with no problems after travelling clear 
across the world. 


73 

Morris 

Morris Odell Victorian Institute of Forensic Medicine 
Forensic Physician 57-83 Kavanagh St, Southbank 3006 
mailto:morriso@vifp.monash.edu.au Victoria, Australia 


http://www. vifp.monash.edu.au/CFM/staff/mo. html 


Date: Sun, 22 Jun 1997 19:09:39 -0500 

From: "Robert M. Bratcher Jr." <bratcher@worldnet.att.net> 

To: boatanchors@sco.theporch.com 

Subject: Re: UPS Oops 

Message-ID: <3.0.32.19970622190934.007cc250@postoffice.worldnet.att.net> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


At 04:43 AM 6/22/97 +0000, you wrote: 

>UPS is not worth the hassle and hasn't been worth a crap for years. I ship 
>everything via RPS which has exactly the same rates as UPS. I don't double 
>box anything and I have zero damage in shipment. 


Never heard of RPS. 

I've had 78 RPM records & 16mm films shipped to me via UPS but never any 
radio's. 

Prefer to pick up the BA myself in the 86 Chevy S-10 I own. 

UPS broke a couple of records once but the rest in the stack were OK. 
Took awhile to get monry from them on it. 

Never had a problem with film reels though... 


>Another gentler shipper is our old friends the US Postal Service. They 
>will ship big boxes up to 70 pounds and their handling procedures are 
>safer, I think, than UPS. 


The post office is great for shipping. Used them several times any only 


lost one shipment which was local in the Houston TX area. 

Bought some films (3 stooges, a couple cartoons plus a B western) for $50.00. 
Took the stooges films home with me. The rest the fellow had to get from 
another collector who borrowed them. Those films were mailed a week later 
and I never got them. I know Dave Ritz (a record dealer) sent them. They 
just didn't arrive. 

Been using the postal service ever since! 


Robert M. Bratcher Jr. 

E-mail to: 

bratcher@worldnet.att.net 

Record collector, 8mm, super 8, 16 and 35mm Film collector. 
Looking for prerecorded reel to reel tape albums. 

I like old radio's too. 

Collins, Hallicrafters, National & Hammurlund are my Favorites! 


Date: Sun, 22 Jun 1997 21:03:12 -0400 

From: Peter Adams <peterada@mindspring.com> 

To: boatanchors@theporch.com 

Subject: Transformer ID ? 

Message-ID: <3.0.1.32.19970622210312 .007176e8@mindspring.com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Helo Group 

Got a hefty Power transformer and choke at the Atlanta Hamfest and need to 
ID what I bought. I know someone out there has a source of information on 
these . Here's what I have. 


Transformer 


Manufacturer: Chicago Transformer Company 
P/N: M-433169-1 


Military Type sealed Transformer with 13 terminals on the bottom. 


Choke 


Manufacturer: Chicago Transformer Company 
P/N : M-433170-2 8776-A 


Military Sealed type. 


Thanks for the help. 


Peter Adams 
NA4KIA 
Cumming, GA 


Date: Sun, 22 Jun 1997 21:00:34 -0500 (CDT) 

From: Keith Heitzmann <kk5£e@communique.net> 

To: boatanchors@sco.theporch.com 

Subject: Need a mic stand. 

Message-ID: <2.2.16.19970622210038.230£97cO@mail .communique.net> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Hi all, 
I am in need of a microphone stand. I'd like to get one that has a semi 
heavy base with the standard screw shaft. 


Picked up a couple of nice EV, a Shure and a Collins mic at the Slidell, La. 
ham fest, thought I had enough stands but I need one more. 
If anyone has such an animal, please let me know. 


Thanks, 
Keith KK5FE 


----AMIi# 837---- 
Rane ieee Visit my Vintage Radio Web Site-------------- 
roses sae http://www. communique.net/~kk5fe------------- 
Collector of tube radio's and vintage fishing equipment 


Date: Sun, 22 Jun 1997 20:58:09 +0000 

From: "Lawrence R. Ware" <lrware@pipeline.com> 

To: boatanchors@sco.theporch.com 

Subject: Old radio restoration, -or- just how close anyway? 
Message-ID: <3.0.32.19970622205739 .00693694@pop.pipeline.com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Good evening firebottle fans, tonight I would like to solicit 


a few opinions about cosmetic restoration of old military radios. 
Whilst the radio in question is an RBL-3 recently received from 
Don Merz, (Thanks Don, nice piece of equipment!) 

The questions apply to most if not all old military radios. 


Background: This RBL seems to be 100% original, clear down to the 

funky antenna connector and JAN US-NAVY tubes in it. No signs of 

any mods, changes, or repair of any kind. A little dirty inside, but 

100% complete and correct. Even has the shock mount frame, a device 

that I understand is almost impossible to find. 

Doesn't work too well, but when I get to 55 I probably won't either... :-) 
Anyway, this unit is far nicer than most of what comes through the 

doors here. 


This raises some interesting questions: 
While I have no plans to sell the rig, understanding the market for 
such radios is important. 


1) What (if any) price difference does a 100% correct and original 
radio command over it's cousins? 


For instance, this one has the correct old two wire power cord and 
odd twist blade socket for it. A mod to a three wire grounded cord 
would improve safety, yet if done poorly would be almost impossible 
to reverse. To me a xcleanly* reversible mod to a three wire cord 
should not lower the value. In this case I will save the xcorrectx 
parts and put them aside. This will also allow installation of 

a current inrush limiter with drilling any holes, etc. 

Am I committing sacrilege? Will Dave Stinson look me up with his 
cattle prod? Inquiring butts want the warning... :-) 


2) I have several other old Nationals of similar design and vintage. 
Because two of them looked like hell when they first came in, I had 

no qualms about ending up with radios that were not 100% cosmetically 
correct. One of the minor changes made to these included replacement 

of lots of rusty old internal and external screws with brass replacement 
hardware. (The brass does look pretty good, but is it correct? Hell 

No!) Back to my new RBL, it is impossible to remove 50+ year old 
hardware with black wrinkle finish paint on it without tool marks. 

Once damaged, the screws look crappy. Thus the Brass hardware on 

the others. Does this ruin a xcollector*x radio? What is a 

collector radio anyway? Should I also save the old hardware? Should 

I spend hours trying to get the winkle paint back on the screw tops? 
Should I just say xscrew it!* it's blue collar working gear now anyway? 
(Hank van Cleef first used that term to describe his radios, I like it.) 


3) Replacement caps and resistors: If they are out of sight under 
the chassis, do they reduce the value? If so by how much? and why? 


4) Copper clad steel chassis (like the RBL) with steel hardware 
sometimes develop almost invisible corrosion around and under ground 
connections. Some careful cleanup, and new brass hardware cures this. 
Does changing hardware internally affect the value of the radio? 


Because I already own a badly modified RBL-3, the final condition 
of this one is of some concern to me. 


Your thoughts on these matters are welcome. 

I hope to hear from the serious mil radio collectors out there. 

How important is stuff like this to the guys who collect these kind of 
radios? Not a big deal? -OR- Kiss of death to its value? 

Thanks for your thoughts, 

-Larry 


4 Larry's Home for Wayward Test Equipment & Old Radios (tm) 
d# Let your equipment retire in sunny central Florida. 

# Intensive Care, Private Bench Space, Frequent Use, 

d## Factory trained HP, Tek & Fluke Surgeon on staff. 

d## Good Home Guaranteed or double your junk back! 

# lrware@pipeline.com - Orlando, FL - 


Date: Sun, 22 Jun 1997 20:35:01 -0500 (CDT) 

From: Kevin Pease <hamradio@mm1001.theporch. com> 

To: Old Tube Radios <boatanchors@sco.theporch.com> 

Subject: Re: HQ-1xx Tuning Drive 

Message-ID: <Pine.LNX.3.95.970622202824 .11795C -100000@mm1001.theporch. com> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


>I don't think it's a guaranteed failure. I've got a 50 year old National 
>NC-173 (2 of 'em in fact) and they don't exhibit any slip. The HQ-170 I 
>had didn't either. If the dial cracks or breaks around the edge then 
>you've got a problem, but my experience with this type of dial assembly 
>has been quite good. 

>73, 

>Doug, KF4KL 


I have an old HQ-120 and have had no trouble with the slipping dials. 


Also I have an NC-173R which I use and really like alot and it does not 


have the slipping dial problem. I think that the concern about this 
problem is mis placed since we don't live forever and I think these old 
radios will last alot longer concidering the small amount they are used. I 
would be more concerned about tube expiration than the dial and I havn't 
had a tube fail in 20 years. 


Actually the slip dial drive is the smothest most precise drive ever 
devised and the enginere that came up with it should be comended for a job 
well done since the slip drive is both simple and high performance and 
obviously capable of lasting a long time. 


Kevin Pease WBOJZG 
Mount Juliet, TN. 


Date: Sun, 22 Jun 1997 21:45:43 -0500 

From: bdhall@ghg.net (Benjamin D. Hall) 

To: Greg Carter <kx4r@atl.mindspring.com> 

Cc: BoatAnchors@SCO.ThePorch.Com 

Subject: Re: HQ-150 fixed 

Message-ID: <3.0.32.19970622214537 .006d719c@mailman. ghgcorp.com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


>Just wondered if you could describe your above mentioned 

>wax process as I have several radios that could use some 
>spiffing up..... any thing you can tell me will be appreciated.... 
>what should I be careful of ? 


Well, I used plain old Eagle One WET car wax that makes my Rio Red Probe 
(named Pheobe!) looking sharp. Some things I watch out for: 


Markings you want to save - Sometimes car waxes will disolve/remove 
inspector stamps, date stamps, etc... Try it in a small spot to see the 
effect. 


Wrinkle finishes - some like the wax, others, like the HQ-150 wrinkle, hate 
it. Try it in a small spot (like inside the lid like I did) to see the 
effect. In my case, yeech! 


If you ever are thinking about touching up the paint or repainting, keep 
the wax away! Especially stuff with silicone or teflon. Hard to strip 
those two buggers without taking good paint with them. 


Can anyone think of anything else to watch out for when waxing panels and 
etc? (I cc:ed this to the list so others would comment, please please 
please???) 


73 y'all, 

Ben 

Benjamin D. Hall, junque collector extraordinaire, Located in Houston, Texas. 
e-mail: BDHall@ghg.net web: http://www.ghgcorp.com/bdhall 


Date: Sun, 22 Jun 1997 19:47:30 +0100 

From: Scott Robinson <spr@earthlink.net> 

To: boatanchors@theporch.com 

Subject: My new BA: R-390A 

Message-ID: <v03007802a£d3205185bb@[153.34.139.233]> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Folks, 


I recently bought this one, in semi-working condition. It's vital stats 
follow: 


RF deck S/W 43263, P/N SM-D-249007, Oxder # 20139-PC-60-AT-51 
PTO Cosmos type 136-1, S/N 3318 
IF deck S/W # 1395, P/N SM-D-343621, Oxder # 20139-PC-60-AT-51 


Audio deck S/W d# 3301, P/N SM-D-248801, Order # 20139-PC-60-AT-51 
Power Transformer by Saratoga Industries 


Looks to me like a reasonably matched set of bits; am I right? I'm judging 
by the matching contract number and manufacturer IDs. 


It has lots of dead bands, due to no megacycle oscillator activity 
thereupon. A little careful crystal swapping (10 vs. 10,5 in the same 
socket, same MHz setting) suggests that dead crystals are the cause. If 
someone would post Fair Radio's address, I should see if they have what I 
need. 


What is the failure mechanism for crystals used in low power oscillators 
like this, and has any one had any luck repairing them? Could it be 
corrosion in the holder somewhere? Quartz is pretty stable stuff vs. time 
and assorted chemicals. 


I worked on the IF deck, and a perfectly OK looking 27K resistor was open. 
It's positively amazing how much more gain it has with screen voltages now 
supplied to ALL if stages...most resistors were not aged up, however. I 


replaced the striped paper caps unless used as cathode bypasses, although 
they were only slightly leaky. I of course replaced the coupling cap to 
the mechanical filters; it was not leaking. 


In the audio deck, the lone tantalum had leaked and damaged the 0.01 uF 
paper adjacent, so I changed both. Actually, the paper cap, being of the 
steel case with glass end seals persuasion, was still OK electrically but 
looked terrible. 


It's frustrating not to be able to receive the 49M SWBC band, as it's 
generally the hottest here just north of San Francisco. Fortunately, the 9 
MHz band works, covering 31M and the second best WWV frequency. 


Any info is welcome, particularly about crystal failures. 


Regards, 


Scott Robinson 
spr@earthlink.net 


Junque is GOOD for you! 


Date: Sun, 22 Jun 1997 19:54:37 -0700 

From: David Medley <davemed@worldnet.att.net> 

To: boatanchors@theporch.com 

Cc: collins@listserv.tempe. gov 

Subject: R390a panel finishing 

Message-ID: <3.0.1.32.19970622195437 .006eec68@postoffice.worldnet.att.net> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


I am having a bad time trying to finish an R390A front panel. This is the 
type that was engraved rather than silk screened. It had the usual blue 
slash paint job and other bad blemishes which required the panel to be 
stripped and repainted. This I have done but am having a real frustrating 
job trying to refill the engraving. Nothing I have tried works. I seem to 
remember someone having similar problems a few months back. Would 
appreciate some sage advice. 

Also many thanks to those who responded to my pleas re filling in holes in 
the HRO panel which has now been accomplished successfully and to those who 
responded re my need for parts for the SX-42. The lock knob and plans for 
the tuning cap cover are on their way to me. You guys out there are the 


greatest. 
73 de Dave KI6QE/7 


Date: Sun, 22 Jun 1997 22:49:56 -0400 

From: "Barry L. Ornitz" <ornitz@tricon.net> 

To: "Boatanchors Mailing List" <boatanchors@sco.theporch. com> 

Cc: "Ed Tanton" <n4xy@bellsouth.net>, "Barry L. Ornitz" <ornitz@tricon.net> 
Subject: Epoxies 

Message-ID: <199706230256.WAA27941@tricon.net> 

MIME-Version: 1.0 

Content-Type: text/plain; charset=ISO-8859-1 

Content-Transfer-Encoding: 7bit 


Ed Tanton wrote that he felt the 1- and 24-hour epoxies were equivalent... 


I don't have any of my polymer handbooks at home to give you references, 
but the chemistry of the five minute epoxies is quite different from that 
of the slow curing types. Unless you are using industrial epoxies that 
have large amounts of resin and a little bottle of hardener, the mix ratio 
is normally fixed. Using other than the suggested mix ratio is asking for 
trouble. The brittleness is a function of the cross-linking of the 
polymer. 

If you have a significant molecular distance between cross-linking sites, 
the overall polymer will be more flexible. Phenolic plastics (Bakelite) 
are the ultimate in cross-linking and you know how brittle they are. 


Using a heat gun too quickly can be detrimental to the cross-linking 
process. Yes, the resin will cure quicker at higher temperatures but if 
the temperature is raised too quickly you will lose ultimate strength. {x} 
With the 24 hour epoxies, wait about 8 to 12 hours before applying heat. 
Also note that while most 1 hour epoxies say they harden in an hour, 
ultimate strength is not obtained for at least a day. 


I like the idea of tape instead of hot melt. I also agree proper surface 
preparation is vital. In fact, epoxy works well on **Teflonx* if you etch 
the surface properly. This is NOT something done at home, however, as it 
requires hot hydrofluoric acid. 


If you really need high strength, use a fiberglass strip on both the inside 
and outside of the coil with the epoxy in between. 


73, Barry L. Ornitz WA4VZQ ornitz@tricon.net 


{xt In circuit board manufacturing, there is something known as a B-stage 
epoxy resin. This is basically a pre-mixed and partially cured resin that 


has been "quenched" in its curing process. To fully cure this material 
only requires high temperature and additional time. It is quite different 
from the home repair epoxies available in hardware stores. 


Date: Sun, 22 Jun 1997 20:03:08 -0700 

From: Mikhael Brown <mikhael@hpcmmp13.sj.hp.com> 

To: Boatanchors <boatanchors@sco.theporch.com>, 
Boatanchor Swap <baswaplist@foothill.net> 

Subject: FS: Gonset Communicator II 

Message-ID: <33ADE76C.6DA@hpcmmp13.sj.hp.com> 

Mime-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 

Content-Transfer-Encoding: 7bit 


I have a Gonset Communicator II, 2 meter Transciever for sale. It 
includes the original antenna, manual copy and original external VFO for 
2 meters. It is in very good condition and shows very little wear. 

Most of these have been banged around alot but, this one has been very 
well taken care of. I am asking $150 plus shipping from San Jose, Ca. 
If interested please e-mail me with offers (if you feel I am asking too 
much) and reason you would like to get it. 


73's 
Mike 


This is a private opinion or statement and is nobody's fault but mine. 
No person, employer, or government should try to take credit for it 


Mikhael Brown email: mikhael_brown@sj.hp.com 


Date: Sun, 22 Jun 1997 20:16:07 -0700 (PDT) 

From: Ken Gordon <keng@uidaho.edu> 

To: "Robert M. Bratcher Jr." <bratcher@worldnet.att.net> 
Cc: Old Tube Radios <boatanchors@sco.theporch.com> 
Subject: Re: UPS Oops 


Message-ID: <Pine.BSF.3.95.970622201550.5180C -100000@piobaire.mines.uidaho.edu> 
MIME-Version: 1.0 
Content-Type: TEXT/PLAIN; charset=US-ASCII 


RPS = Roadway Package Systems 


Ken W7EKB 


Date: Sun, 22 Jun 1997 22:13:17 +0000 

From: "Robert Nickels" <ranickel@mwci.net> 

To: boatanchors@sco.theporch.com 

Subject: Thrill Boxes 

Message-ID: <199706230314.WAA23597@subcellar.mwci.net> 
MIME-Version: 1.0 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 


Hi All, 


Saw a National SW-5 "Thrill Box" today at the Elgin antique radio 
swap meet. Looked like a really neat radio with a box of plug-in 
coils and a pair of 27s in the audio stage for driving a speaker. 


Perhaps someone can provide us with some background on these 
receivers and a sense of how well they work on the air. Based 
on my limited experience with an RAL over the past few weeks, 
I'm just in awe of what a well-build regennie can do! 


Seems that none of the receiver reference books cover much other than 
superhets...(note to authors: hint, hint!). 


Thanks and 73, 


Bob W9RAN 


Date: Sun, 22 Jun 1997 20:25:50 -0700 (PDT) 

From: Ken Gordon <keng@uidaho.edu> 

To: "Lawrence R. Ware" <lrware@pipeline.com> 

Cc: Old Tube Radios <boatanchors@sco.theporch. com> 

Subject: Re: Old radio restoration, -or- just how close anyway? 

Message-ID: <Pine.BSF.3.95.970622202318 .5180E-100000@piobaire.mines.uidaho.edu> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


> Doesn't work too well, but when I get to 55 I probably won't either... :-) 


Ken W7EKB 55 years old. 


BTW: I would like to be copied with anything you learn on the subject in 
your subject heading. 


Date: Sun, 22 Jun 1997 21:22:13 -0700 
From: Tom Clarke <fclarke@erols.com> 

To: boatanchors@theporch.com 

Subject: Stress Corrosion Cracks 
Message-ID: <33ADF9F5.2FFD@erols.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Harry, KG5LO, did everyone a service about warning them of the dangers 
of 

GoJo and Armor-All and incompatible plastics. The problem is properly 
known as "stress corrosion cracking" and it can occur with both metals 
and plastics. 


Metallurgists have quite a bit of information about this with 

various alloys but there are no good, all-inclusive theories about why 
it 

occurs with thermoplastic materials. It has been suggested that many 
organic liquids can permeate the crystalline regions of plastics and 
allow external stresses to do more damage than they normally would. 


Reply: 


We recently had an incident where a P-3 Orion patrol plane threw 
a propeller blade due to stress corrosion cracks inside the shank of 


the prop. Ultimately the departing prop took out the remaining three 


engines and after setting what had to be the world record for a 
heavyweight glider the crew did a magnificent job of ditching the 
aircraft with no power and essentially no flight controls (boost out 
didnt work for you aviator types). 

Not exactly BA, but the problem extends past dials and knobs!! 


The crew survived after swimming a while! 


Tom W40KW 
P-3s and C-130s forever 
fclarke@erols.com 


Date: Sun, 22 Jun 1997 23:28:33 EDT 

From: kb5wwo@juno.com (George Folse) 

To: boatanchors@sco.theporch.com 

Subject: WTB Filament Choke 

Message-ID: <19970622.212140.5071.7.kb5wwo@juno.com> 


All, 
I am looking for a B&W Filament Choke #FC-30 For an amp project. 
Thanks, 


George Folse KB5wWwO kb5wwo@juno.com 

630 Dolhonde St. 

Gretna,La.70053 

504-362-1896 ph/fax 

Collector of Heathkit,EF Johnson,and Atwater Kent AMI#937 


Date: Sun, 22 Jun 1997 20:35:40 -0700 (PDT) 

From: Ken Gordon <keng@uidaho.edu> 

To: Scott Robinson <spr@earthlink.net> 

Cc: Old Tube Radios <boatanchors@sco.theporch.com> 

Subject: Re: My new BA: R-390A 

Message-ID: <Pine.BSF.3.95.970622203405 .5180G-100000@piobaire.mines.uidaho.edu> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


> someone would post Fair Radio's address, I should see if they have what I 
Fair Radio Sales 

1016 E. Eureka 

P.O. Box 1105 

Lima, Ohio 45802-1105 

(419) -227-6573 

Ask to speak to Phil. 


Ken W7EKB 


Date: Sun, 22 Jun 1997 21:23:14 -0700 (PDT) 

From: John Kolb <jlkolb@cts.com> 

To: Scott Robinson <spr@earthlink.net> 

Cc: Old Tube Radios <boatanchors@sco.theporch. com> 

Subject: Re: My new BA: R-390A 

Message-ID: <Pine.SC0.3.91.970622211622 .4304C-100000@sd.cts.com> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


On Sun, 22 Jun 1997, Scott Robinson wrote: 
> It has lots of dead bands, due to no megacycle oscillator activity 
> someone would post Fair Radio's address, I should see if they have what I 


Fair Radio Sales, PO Box 1105, Lima OH 45802 (419)223-2196, 

fax (419) 227-1313 

> 

> What is the failure mechanism for crystals used in low power oscillators 
> like this, and has any one had any luck repairing them? Could it be 


If a bunch of xtals seem bad in the same oscillator, I would first 
suspect that the oscillator circuit itself had lost gain, and therefore 
only the xtals with the lowest series resistance would oscillate. 

Have anyone with an R-390 close enough to swap the "bad" xtals 

into their radio to see if it works there or if their xtal works in your 
radio? 


John KK6IL 


Date: Sun, 22 Jun 1997 21:45:43 -0700 

From: "Daniel H. Arney Jr." <kn6édi@idt.net> 
To: boatanchors@theporch.com 

Subject: UPS hints for shipimg BA's 
Message-ID: <33ADFF77.A35@mail.idt.net> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Guys I will wait for another day or two to send the UPs hints etc. I 
have had several request so I want to put it all together and send them 
at one time. 


Will keep this short before I get put in the penalty box again for 
passing along good tips. 
Hank KN6DI (First ammendment ????) 


End o£ BOATANCHORS Digest 1516 


KA KKK KKK KKK KIKI KKK IIIA KKK 
>1517 

>From owner-boatanchors@sco.theporch.com Mon Jun 23 13:15 CDT 1997 
>Received: from sco.theporch.com (sco.theporch.com [207.234.31.38]) 

> by uro.theporch.com (8.8.6/A-UX-3.1.1) with ESMTP id NAAQ3875 

> for <SHIMSHON@URO.THEPORCH.COM>; Mon, 23 Jun 1997 13:15:40 -0500 (CDT) 
>Received: from sco.theporch.com (localhost [127.0.0.1]) 

> by sco.theporch.com (8.8.6/SCO-5.0.2) with SMTP id SAA22002; 

> Mon, 23 Jun 1997 18:14:10 GMT 

>Message-Id: <199706231814 .SAA22002@sco.theporch. com> 

>Date: Mon, 23 Jun 1997 13:14:10 CDT 

>Sender: owner-boatanchors@theporch.com 

>From: boatanchors@theporch.com 

>To: Old Tube Radios <boatanchors@sco.theporch. com> 

>Subject: BOATANCHORS digest 1517 

>Mime-Version: 1.0 

>Content-Type: multipart/mixed; boundary="-- 
__ListProc__NextPart__867089593433544796" 

>X-Listprocessor-Version: 8.1 -- ListProcessor(tm) by CREN 

>Status: 0 


BOATANCHORS Digest 1517 
Topics covered in this issue include: 


1) Re: The new Fair Radio catalog 

by Ho4bart@aol.com 
2) UPS: It's Up To You 

by ARONGV@aol.com 
3) Re: BOATANCHORS digest 1514 

by frank_adams@onf.com (Frank Adams) 
4) Re: BOATANCHORS digest 1514 

by frank_adams@onf.com (Frank Adams) 
5) Re: BOATANCHORS digest 1514 

by frank_adams@onf.com (Frank Adams) 
6) Re: BOATANCHORS digest 1514 

by Ken Gordon <keng@uidaho.edu> 
7) 7050/7060 last night... 

by Ken Gordon <keng@uidaho.edu> 
8) WTB/accessories for SP-600-JX 

by J P Taillebois <jpt1@idirect.com> 


2) 
10) 
11) 
12) 
13) 
14) 
15) 
16) 
17) 
18) 
19) 
20) 
21) 
22) 
23) 
24) 
25) 
26) 
27) 
28) 
29) 
30) 
31) 


32) 


GRC-109 headphones available 

by Mike Warren <m_warren@compusetrve.com> 
Recognize these? 

by don merz <71333.144@CompuServe.COM> 

UPS - OOPS 

by Ronnie Hull <w5sum@ms1.nwla.com> 

Good News Johnson Owners! 

by ARONGV@aol.com 

WTB: National Transmitter 

by Stephan Sykes <ssykes@emirates.net.ae> 
RE: 10 meter AM freqs 

by Ed Sieb <esieb@gmsiworld.com> 

TV-7 help, Atl h'fest 

by marty@aa4rm.radio.org (locale for Marty Reynolds) 
RAMS swap // HP 400C voltmeter 

by n6nae@ix.netcom.com (Richard Humphrey) 
Ranger II. Mechanical Repair ! 

by W4U0C@aol.com 

monies owed 

by Ronnie Hull <w5sum@ms1.nwla.com> 
WTB/Heathkit 

by J P Taillebois <jpt1@idirect.com> 

Re: Old radio restoration, -or- just how close anyway? 
by Ed Tanton <n4xy@bellsouth.net> 

Re: Ranger II. Mechanical Repair ! 

by 4CX250B@miavx1.acs.muohio.edu 

FAIR/UPS 

by Jay Coward <jayc@hpcmrd42.sj.hp.com> 
10&6 Meter Homebrew Rig 

by TPHAAK@monsanto.com 

Re: Packing w/foam 

by dfrancis@iex.net (Dexter Francis) 
Johnson Invader Dial Mechanism 

by Bob Login <jlogin@gville.mindspring.com> 
HQ-180 adopted. HT37 on the way. 

by "Henshall, Steve" <Steve_Henshall@heald.edu> 
ARC-5 40 m Tx Questions 

by dfrancis@iex.net (Dexter Francis) 

UPS, packing, shipping, etc. 

by "Gene S. Katz" <gkatz@motown.1lmco.com> 
R46 speaker grill cloth 

by "Yves Dussault" <dussault@vipxlnet.com> 
7060/'36 Frampton/WXx 

by sinned@VNET.IBM.COM 

Re: HQ-180 adopted. HT37 on the way. 

by "Grant Youngman" <nq5t@gte.net> 

HQ-129X Bandspread 

by George McCrary <geo@ipass.net> 


Date: Mon, 23 Jun 1997 02:30:13 -0400 (EDT) 

From: Ho4bart@aol.com 

To: bratcher@worldnet.att.net, boatanchors@sco.theporch.com 
Subject: Re: The new Fair Radio catalog 

Message-ID: <970623023013_471772678@emout04.mail.aol.com> 


In a message dated 97-06-22 21:07:48 EDT, 
bratcher@worldnet.att.net (Robert M. Bratcher Jr.) writes: 


> The Government must have missed some R390a's 
because my radio (from a ham, not Fair Radio Sales) 
had the meters intact. > 


maybe some of these escaped via the MARS program? 

wasn't the MARS deal that after a certain ?undefined? 
period of time elapsed, you could legitimately claim the 
item as "expended in use" and do with it as you wished? 
hue miller 


Date: Mon, 23 Jun 1997 03:06:42 -0400 (EDT) 

From: ARONGV@aol.com 

To: boatanchors@theporch.com 

Subject: UPS: It's Up To You 

Message-ID: <970623030641_-661280745@emout09.mail.aol.com> 


Hi Gang: 


I took a Valiant I had bought back in NJ on a business trip to a Boxes Etc. 
place. Paid a big price and when it arrived 10 days later at my house, it was 
in a box with four inches around the unit and virtually no packing. 


How it survived, I'll never know. The only damage was the exciter variable 
cap blades were mashed together and the knob on the front of the shaft was 
damaged. 


I've seen lots of ideas about how to pack BAs for shipment. Personally, I 
have never had any rig I sent ever damaged in shipment. 


There's no secret I'm using. I just pack the box the best I can. Then before 
I seal it, I mentally visualize it being dropped 10 feet to a concrete floor, 
backed into by a forklift, and then banging back and forth in the rear of one 


of those silly looking UPS trucks. 


If I can imagine that this particular rig in this packing can survive that 
much, I seal it. If not, I start over. 


BTW, at one time I worked for TWA as a baggage handler. We also loaded cargo. 
I can tell you that flying may be the safest way to travel, but that's not 
necessairly so for boxes. It all depends on how the box is loaded into the 
cargo bay. 


Can't recall how many times in recent years I've been looking out the 
airplane window watching baggage and cargo being loaded and unloaded. 
Handlers routinely throw boxes and baggage onto the up ramp and when 
unloading they thorw everything into the baggage carts. God only knows what 
happens when they disappear into the underground baggage area. 


I also did a short stint with the PO. I won't even start into that handling 
nightmare! 


That's why I do my mental image thing before I seal a box. Nothing is sacred 
when it hits the road, no matter what's carrying it. 


73s & Good Hunting 


Ron WOOIZ 


Date: 22 Jun 1997 21:22:57 GMT 

From: frank_adams@onf.com (Frank Adams) 
To: boatanchors@theporch.com 

Cc: boatanchors@sco.theporch.com 

Subject: Re: BOATANCHORS digest 1514 
Message-ID: <1950072607 .98105138@onf. com> 


Does anyone remember the rules of thumb for estimating xfmr ratings based on 
weight & other physicals? Saw this posted somewhere once...dunno where; very 
handy for the piles of heavy, unmarked ‘anchor iron we tend to accumulate. 
Bet a lot of us could use this info. - Frank 


Date: 22 Jun 1997 21:24:06 GMT 

From: frank_adams@onf.com (Frank Adams) 
To: boatanchors@theporch.com 

Cc: boatanchors@sco.theporch.com 
Subject: Re: BOATANCHORS digest 1514 


Message-ID: <1950072607 .98105509@on£.com> 


Would like to buy or trade something for the tube test data booklet that goes 
with my TS-4/U (part of AN/USM-3 Test Set, mfg Boonton). Also, if anyone has 
one of these neat little "portable tech bench" and needs the NAVSHIPS T.0O., I 
have two so will give you one. Wld like to find more of the smaller items 
for mine, if you've a partially-complete spare set around. Pls email me. - 
Frank 


Date: 22 Jun 1997 21:23:35 GMT 

From: frank_adams@onf.com (Frank Adams) 
To: boatanchors@theporch.com 

Cc: boatanchors@sco.theporch.com 

Subject: Re: BOATANCHORS digest 1514 
Message-ID: <1950072607 .98105333@onf.com> 


If anyone has TO's on MIL ‘scopes, I'd like to know a little about the basic 
specs (freq resp, mfgr'r, etc.) of 3 units I have; don't need the material 
itself, nor all the info, just trying to decide which to keep for what 
use(s). The ones I'm concerned with are (1) OS-34/URM-32, blv mfg Dumont 
(?), has only vert in & cath fllwr (missing latter probe, and presently using 
on my bench); (2) OS-8C/U, has identical vert/horiz amps & inputs, is about 
same small size as the OS-34 but *muchx lighter, marked "For gen'l electronic 
use", and (3) OS-119, has plug-in like a little Tek, haven't been thru this 
one yet, display a bit dim. Also, if anyone wants a bulky, watertight-cased 
‘scope, blv 4" display & most all orig access in cover, one (0S-46?) is 
avail; might be shipable, but goes abt 40 lbs; part of large SK lot mentioned 
earlier. Pls email to save list bandwidth. TIA - Frank 


Date: Mon, 23 Jun 1997 03:47:51 -0700 (PDT) 

From: Ken Gordon <keng@uidaho.edu> 

To: Frank Adams <frank_adams@onf.com> 

Cc: Old Tube Radios <boatanchors@sco.theporch.com> 

Subject: Re: BOATANCHORS digest 1514 

Message-ID: <Pine.BSF.3.95.970623034443 .9708B-100000@piobaire.mines.uidaho.edu> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


OS8 = DC to 2 mHz, 0.075 v-RMS per 1" deflection, Sweep: 3 to 50 kHz, 
input impedance 9 megohms shunted by 11 pFd DC, direct access to V and H 
plates, worth about $40.00. 


Ken W7EKB 


Date: Mon, 23 Jun 1997 04:08:22 -0700 (PDT) 

From: Ken Gordon <keng@uidaho.edu> 

To: boatanchors@sco.theporch.com 

Cc: glowbugs@www.atl.org 

Subject: 7050/7060 last night... 

Message-ID: <Pine.BSF.3.95.970623035911.10143A-100000@piobaire.mines.uidaho.edu> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


called on 7050 at 0230 and again 0430. Nothing heard. Called CQ on 7015 
immediately answered by K7EW, Steve in Portland, Oregon. He was running 1 
watt to a dipole. 569/579. Nice chat. He was quite familiar with the 
GRC-109. 


Couldn't even hear him on the SB-301 (gonna have to check that thing out). 
Q-5 copy on the R-1004 since 1L6 replaced with better tube. 


Details at 11:00. 


Ken W7EKB 


Date: Mon, 23 Jun 1997 07:42:22 -0400 

From: J P Taillebois <jpti@idirect.com> 

To: boatanchors@theporch.com 

Subject: WTB/accessories for SP-600-IJX 

Message-ID: <199706231142 .HAA26302@relief.idirect.com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Hi folks, 


I have a real nice SP-600-JX and would like to find a matching spkr and 
SPC-10 ssb adaptor for it. 

Also any suggestions or mods for the above? It has a mod for amplifying the 
audio at the moment. 


73 
Jean Paul Taillebois 996 Greenlane court, Oshawa, Ontario,Canada L1K-2C6 
e.mail jpti@idirect.com 


packet: ve3jpt@ve3hqr 

voice: 905-723-1811 

fax/data:905 723-9156 

Collector: Hallicrafters,Central-Electronic,Gonset, Military BA, antique 
radio memorabilia. 


Date: Mon, 23 Jun 1997 08:20:12 -0400 

From: Mike Warren <m_warren@compuserve.com> 

To: ba-list <boatanchors@sco.theporch.com> 

Cc: me-at work <mwarren@fs.com> 

Subject: GRC-109 headphones available 

Message-ID: <199706230820_MC2-190B-850B@compuserve. com> 
MIME-Version: 1.0 

Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; charset=IS0-8859-1 
Content-Disposition: inline 


Greetings All, 


I've been told that the "correct" headset for the AN/GRC-109 is the H-65/= 
U. 


A gentleman by the name of Michael Crain in PA has 9 sets for sale at $15= 


each. 
They are NOS and include cord and plug (PJ-051R). 


Contact info is 'mcrain1952@aol.com'. 
73, 


Mike Warren - W5MAZ (in MN) 
Sar On Sa is SL LS i SL i oe i eo a 
+ Looking for a Hallicrafters HT-31 Amp. + 
Sor Sn Sa is SS i LS i LS i i eo 


Date: 23 Jun 97 09:20:59 EDT 

From: don merz <71333.144@CompuServe.COM> 

To: <boatanchors@theporch. com> 

Subject: Recognize these? 

Message-ID: <970623132059_71333.144_ DHB61-1@CompuServe. COM> 


A military collector-friend has asked if I know anything about mil gear 


named TS-137 A/U (Spectrum Analyzer) and IP-111/ART-26 Panadapter. I looked 
in all my stuff and come up enpty. Anybody recognize these? 


73, Don 


Date: Mon, 23 Jun 1997 08:34:29 -0500 

From: Ronnie Hull <w5sum@ms1.nwla.com> 

To: boatanchors@theporch.com 

Subject: UPS - OOPS 

Message-ID: <1.5.4.16.19970623073138 .107£32f4@ms1.nwla.com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


I agree about RPS. They delivered me a KWS1 that arrived 
intact with nary a ding or scratch. The packer did an 
excellent job though, breaking it into three peices but 
none-the-less, RPS did an excellent job. They handled 
the peices with great care as they unloaded them. 


Ronnie 


Date: Mon, 23 Jun 1997 09:33:39 -0400 (EDT) 

From: ARONGV@aol.com 

To: boatanchors@theporch.com 

Cc: baswaplist@foothill.net 

Subject: Good News Johnson Owners! 

Message-ID: <970623093325_-1395389273@emout03.mail.aol.com> 


Hi Gang: 


Some months back I mentioned that on a U.S. Air flight from NY to KC, I 
ordered a nice drink to celebrate my victory over a competing magazine. The 
drink came with a stirer that looked as if it could be cut apart and used as 
the little white inserts in Johnson knobs (Valiants, Ranger, etc.). 


It worked just great. 


So, when asked what I wanted for Father's Day, I told my ingenius older 
daughter that I would challenge her to find me a box of these little solid 
plastic swizzle sticks. Man, she can find anything. I'd been looking for them 
since that U.S. Air flight landed at KCI. 


So, even though they didn't arrive in time for my big day, she assures me 
that she found a source and ordered me a box of them. 


So, this post is by way of a notice that when I get that box, I'll offer them 
for an SASE plus $1. If you want two or three, the price is the same. I'd 
just give them away, but I figure that for a while I'll be doing a lot of 
stuffing and running to the PO. And I'd charge just 25 or 50 cents, but 
handling loose change is just too much trouble. 


So, for those who would like to spruce up your Johnson, or replace those 
missing white knob inserts, I'll post them as soon as they arrive. 


Meanwhile, please, don't send the envelopes until I make that post. Thanks, 
and I hope this helps a lot of guys who want their Johnson BAs to look good. 


Ron WOOIZ Kansas City 


Date: Mon, 23 Jun 1997 17:42:52 +0400 

From: Stephan Sykes <ssykes@emirates.net.ae> 

To: "'Old Tube Radios'" <boatanchors@sco.theporch. com> 
Subject: WTB: National Transmitter 

Message-ID: <01BC8000.6EACB960@cse050.emirates.net.ae> 


Wanted: Pre WWII National Transmitter or Exciter. 


Steve Sykes 
KD20M 


Date: Mon, 23 Jun 1997 10:14:02 -0400 

From: Ed Sieb <esieb@gmsiworld.com> 

To: "'Richard H. Arland'" <k7sz@juno.com> 

Cc: "'BoatAnchors'" <boatanchors@sco.theporch.com> 
Subject: RE: 10 meter AM freqs 

Message-ID: <Q1BC7FBE.2E740340@dstephen. gmsiworld.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 
Content-Transfer-Encoding: 7bit 


On June 20, 1997 7:47 PM, Rich K7SZ wrote: 


>What is the AM freq on 10 meters? 


The main, generally accepted "calling" frequency seems to be 29.0 Mcs, but I've 
had and heard 

QSO's from about 28.990 Mc to 29.150 Mc. Just hang around 29. Mc or holler out 
a CQ, and 

you'll be surprised. You'll meet quite few notorious BA enthusiasts up there! :-% 


A friend of mine likes to use old BA CB rigs, restored and re-crystalled for the 
29 Mc AM window. 


Date: Mon, 23 Jun 1997 10:09:49 -0400 

From: marty@aa4xrm.radio.org (locale for Marty Reynolds) 
To: boatanchors@theporch.com 

Subject: TV-7 help, Atl h'fest 

Message-ID: <199706231409.KAA00555@aa4rm> 


One Bob Niven (bobwiz@aol.com) needs the identity of the fuse lamp and the 
shorts lamp in a TV-7 


And Jim Thompson on the list here (K4JRB) wondered if the MX949 adapter 
was TV-7 family, if it had a separate book to use it with, say, a TV-2 &a 
TV-10 as well, etc. 


Say the Atl h'fest was a gas. Lotta BA folk & conversation - I came home 
with a orphan SX-99 & a TCS mic (finally). Wonderful old AC'd Sears plant 
with parking deck tailgate. Saw John Weiner, KnuckleHead, Jim Lockwood, 
Tom Koch, Gary OAH, & non-list W2CQH as well as ER's Chuck WATEW. ETC. 


The knobless, no-S-meter SX99 is on the block now... as are a Tek 545A & 
543 mainframe - these latter fully tubed, have NO skins & one plug-in 
each (53/54G & some 1-channel). ALL items $50 OBO if picked up here! 
Tks all 
Marty 


Date: Mon, 23 Jun 1997 09:49:58 -0500 (CDT) 
From: n6énae@ix.netcom.com (Richard Humphrey) 


To: boatanchors@theporch.com 
Subject: RAMS swap // HP 400C voltmeter 
Message-ID: <199706231449. JAAQ5038@dfw-ix2.ix.netcom.com> 


I went to the RAMS swap yesterday in Sacramento. About 10 or less 
sellers. Not much BA to be seen. Plenty of "landfill" to choose from! 


An NC2-40D and CV-591 SSB converter sold before I got there. Sawa 
fairly nice TR-3 with AC supply for $175. Some tubes and parts. 
Homebrew amp with 3 813s and power supply, all exposed on an open 
chassis. Not a whole lot else. 


I picked up an HP 400C AC voltmeter for pocket change. It's tired but 
should £ix up OK. Can somebody sell me a copy of the manual? The fuse 
should not be 10 amps, should it? 


Richard 
n6nae@ix.netcom.com 


Date: Mon, 23 Jun 1997 11:08:00 -0400 (EDT) 

From: W4U0C@aol.com 

To: BOATANCHORS@theporch.com 

Subject: Ranger II. Mechanical Repair ! 

Message-ID: <970623110522_224529951@emout08.mail.aol.com> 


I recently acquired a Ranger II, factory wired, that has some mechanical 
problems. 


- The VFO vernier drive assembly, is very rough and does not turn 
smoothly. My 

question, has anyone tried to disassemble the vernier drive assembly in 
an 

attempt to repair/clean or lube the assembly. I have been soaking it 
in solvents 

with no improvement. Or, does anyone have a junker Ranger that I might 


purchase for parts such as the replacement vernier drive? 


7 Another mechanical problem is the insulated/flex coupling between the 
vernier 

and the vfo cap. shaft is broken. Another problem, petaining to the 
coupling, is 

that one of the set screws attaching the coupling to the vfo/cap shaft 
is twisted 

off at and the screw drive slot is broken. I will probably have to 
pull it 


off with a small gear puller or remove the cap. from the vfo and drill 
out the set 

set screw. I am confident I can rebuild the coupling when I get it 
removed. 


I have recenlty talked to two friends who have experienced the broken 
coupling syndrom with Rangers and Valiants. However none have experienced 
the rough vernier drive syndrome to my knowledge. Other than the mechanical 
problems this Viking Range II works very well. Let me have your thoughts if 
you have experienced any of my problems and have suggestions how to remedy 
them. 


Tom Koch - W4UOC 
8170 Habersham Waters Road 
Dunwoody, GA 30350 


Date: Mon, 23 Jun 1997 10:10:00 -0500 

From: Ronnie Hull <w5sum@ms1.nwla.com> 

To: boatanchors@theporch.com 

Cc: baswaplist@foothill.net 

Subject: monies owed 

Message-ID: <1.5.4.16.19970623090658.1a2765cc@ms1.nwla.com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Howdy men. 


recently, my 7 year old found some real neat paper that he 
decided to use for coloring paper. It was, unfortunatley, on 
a clip board and was my paper work for deals in the making 
or that had already been made, for boatanchors. I have no 
idea if all the notes were still there when I got it back. 


if I owe anyone for items you shipped to me, or deals we agreed 
upon, and you have not gotten it, please emaile me and we will 
get you fixed right up! 


sorry for any inconvience ya'll 


Ronnie 


| Ronnie Hull - W5SUM X - WB5ATA 
| 3131 Meadow Parkway dr. | 


| Shreveport, La 71108 

| 318-688-1389 318-687-3135 Fax 

| 

| Looking for a Johnson 500 ( go ahead and laugh!!) 


Date: Mon, 23 Jun 1997 11:22:44 -0400 

From: J P Taillebois <jpti@idirect.com> 

To: boatanchors@theporch.com 

Subject: WTB/Heathkit 

Message-ID: <199706231522.LAA12775@relief.idirect.com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Hi, 


I am posting this for a friend who is an active collector of Heathkits. 
He is looking for the following models: HX-20 HR-20 HX-30 MT-1 MR-1 
He has other heath for trade. 


If you can help him call collect 506 773 5512 Boyd 


Thank you 


Jean Paul Taillebois 996 Greenlane court, Oshawa, Ontario,Canada L1K-2C6 
e.mail jpti@idirect.com 

packet: ve3jpt@ve3hqr 

voice: 905-723-1811 

fax/data:905 723-9156 

Collector: Hallicrafters,Central-Electronic,Gonset, Military BA, antique 
radio memorabilia. 


Date: Mon, 23 Jun 1997 11:55:04 -0400 

From: Ed Tanton <n4xy@bellsouth.net> 

To: keng@uidaho.edu 

Cc: Old Tube Radios <boatanchors@sco.theporch.com> 

Subject: Re: Old radio restoration, -or- just how close anyway? 
Message-ID: <3.0.1.32.19970623115504.00a2e100@mail.atl.bellsouth.net> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Getting older has always been better than the alternative. 


Ed N4XY 50 years ‘old' 
At 08:25 PM 6/22/97 -0700, Ken Gordon wrote: 


>> Doesn't work too well, but when I get to 55 I probably won't either... :-) 
> 

>Hey! Watch it! Age discrimination! !!!!!!! Age discrimination!!!! Age 
>discrimination!!!!! Sheesh! 

> 

>Ken W7EKB 55 years old. 

> 

> 


>BTW: I would like to be copied with anything you learn on the subject in 
>your subject heading. 


> 

72/73 

Ed Tanton N4XY ~~~ EMAIL: nd4xy@bellsouth.net 

189 Pioneer Trail 

Marietta, GA 30068-3466 TEL: (770)579-3933 V/MBX/FAX 

ORP-ARCI #7663. G-ORP #6779 OK-QRP #172  QRP-L #758 

AdvRC #140 NORCAL #1779 NCDXF SEDXC 
Life Member: ARRL AMSAT INDEXA QCWA 


INTERESTS: DX  QRP BoatAnchors Test Equipment Photography 
CW: 99.9% QRP: 95-100% (Mood swings!) Mercury Paddle #0214 


"Think you can, think you can't: either way you're right!" Henry Ford 


Date: Mon, 23 Jun 1997 12:06:50 -0500 

From: 4CX250B@miavx1.acs.muohio.edu 

To: boatanchors@theporch.com 

Subject: Re: Ranger II. Mechanical Repair ! 
Message-ID: <v03007800afd45ba2c7aa@[134.53.5.143]> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


> 

>I have recenlty talked to two friends who have experienced the broken 
>coupling syndrom with Rangers and Valiants. However none have experienced 
>the rough vernier drive syndrome to my knowledge. Other than the mechanical 


>problems this Viking Range II works very well. Let me have your thoughts if 
>you have experienced any of my problems and have suggestions how to remedy 
>them. 

> 

>Tom Koch - W4UOC 

>8170 Habersham Waters Road 

>Dunwoody, GA 30350 

> 

> 


Hi Tom, 


The reason there are so many broken couplers on Rangers, Valiants, etc., is 
because people remove the front panel incorrectly. As I recall, most people 
remove the large brass nut that secures the VFO tuning bushing from the 
panel. When the panel is then removed, it leaves the heavy vernier drive 
hanging unsupported. The weight of this mechanism exerts stress on the 
coupling and cracks the thin phenolic wafer. 


The correct procedure is to loosen the setscrews on the coupling and slide 
the vernier mechanism out of the coupling before removing the panel. Never 
leave the vernier unsupported. 


I have fixed broken couplers by drilling out the rivets securing the 
phenolic wafer, and then replacing the wafer with thin (1/32") glass epoxy 
circuit board (securing it with 2-56 screws and nuts) . I've also used thin 
pieces of plastic. If the crack in the wafer isn't too extended, you could 
epoxy it back together. 


Sorry, but don't know what to suggest, re the rough vernier mechanism. 


73% 


Jim Garland W8ZR 


Date: Mon, 23 Jun 97 9:35:19 PDT 

From: Jay Coward <jayc@hpcmrd42.sj.hp.com> 

To: boatanchors@sco.theporch.com 

Cc: jayc@hpcmrd42.sj.hp.com 

Subject: FAIR/UPS 

Message-ID: <9706231635.AA13915@hpcmrd42.sj.hp.com> 


Hello to the Group, 


I agree that Fair Radio does an excellent job in 
packing.They could do a real service if they produced 
a vidio tape on how to do it!I have never received 
anything broken from them 

FWIW the UPS delivery guy for my neighborhood is a 
very pleasent person and is always careful especially 
with boxes marked as fragile or electronic equipment. 
73 Jay 


Date: Mon, 23 Jun 1997 11:50:38 -0500 

From: TPHAAK@monsanto.com 

To: "boatanchors(a)sco.theporch.com" <boatanchors@sco.theporch. com> 
Subject: 10&6 Meter Homebrew Rig 

Message-ID: <Q030400004301375000002*@MHS> 


Folks, 


I picked up a interesting homebrew rig this weekend free for the 
taking. Knobs and labeling indicate it hears and talks on 10 and 6. 


It is an AC/DC tube job in a tall case with side mount whip antenna 
and carrying handle. The fragments for docs on it were from an CQ 
1954 (months ?) magazine and was in two parts. I haven't been able to 
find all my CQ's so if one of you have that year set please let me 
know so I can find a complete set of info. 


The construction is pretty good but looks to not have been entirely 
completed. Might be an interesting winter project to go along with 
the other 100 or so I have...... 


Tim WAOTSY 
tphaak@monsanto.com 


Date: Mon, 23 Jun 1997 10:47:16 -0600 (MDT) 

From: dfrancis@iex.net (Dexter Francis) 

To: boatanchors@theporch.com 

Subject: Re: Packing w/foam 

Message-ID: <v01520d01af£d402a5dd21@[207.0.57.74]> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


The thing that needs to be understood here is that there is foam and there 


is foam. (How's that for being oblique?) No, seriously; there are a couple 
types of foam that are used for packing, polyurethane and polystyrene. 

The main difference between the two is how they react under imapct. The 
polystyrene is stiffer and will crush. The urethane tends to be heavier and 
more compliant. This is important when packing because the foam's job is 
to dissipate the energy of the drop, rather than the item. One of the great 
balancing acts at Apple was to design the packaging for the displays so 
that they would survive individual shipment by motor-freight carriers. A 
70 LB 17" color display is probably about the same fragility as a 70 lb BA 
rig, and that was about the weight where we'd have to use poly-urethane 
rather than poly styrene. The main reasion for this was that the 
poly-styrene would just break apart, and the urethane would not. Both 
would take the hit, but if the styrene broke up then the display would 
rattle around inside the box, often causing more damage. This is part of 
the reasin that I'm always on the lookout for old foam matresses. They are 
poly-urethane and will cushion a heavy BA better than foam eyeballs 
(popcorn) or blister pack. I have also used old carpet underlayment to 
wrap really heavy items before placing them in a wardrobe box. (triple 
wall) 


Over the past few weeks I've shipped three items that were well over 50 lbs 
each this way and they all arrived in fine shape. 


Remember - It should be snug and held with a compliant material that will 
dissipate the force of the impact, preferrably without breaking. Newspaper 
is generally not suitable for items over 10 lbs or so. During shipment it 
tends to crush and the item will then move aroung inside the box too much. 


-df 


* CWest Tube Sales - P.0.B. 22443 SLC, UT 84122 * 
x http://www.usa.net/~dfrancis/CWest_Tube_Sales.html x 
* e-mail to: tubes@usa.net * 


Date: Mon, 23 Jun 1997 12:48:23 -0400 

From: Bob Login <jlogin@gville.mindspring.com> 

To: Old Tube Radios <boatanchors@sco.theporch.com> 

Subject: Johnson Invader Dial Mechanism 

Message-ID: <199706231656.MAAQ3993@brickbat8.mindspring.com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Hi Fellow BA's--I have been diligently working on a low power Invader 


oringinally modified for CB. 
Had to re-wire band switch but now have full power on all bands. 


Went to clean dial and cann't figure out how to get it back together!!!! I 
want to take back all my poor 
taste comments I made about the designers---well no!!! Does anyone know the 


trick to getting this back 
together?? Please--73's Bob AA8A 


Date: Mon, 23 Jun 1997 10:21:36 -0700 

From: "Henshall, Steve" <Steve_Henshall@heald.edu> 

To: "'boatanchors@sco.theporch.com'" <boatanchors@sco.theporch.com> 

Subject: HQ-180 adopted. HT37 on the way. 

Message-ID: <c=US%a=_%p=Heald%1=SITSERVER -970623172136Z-624@sjtserver.heald.edu> 
MIME-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

Content-Transfer-Encoding: 7bit 


Hi Folks, 


About a week or so ago I posted a WIB for an HQ-180 and HT37. I have 
obtained an HQ-180 that is 9.9 out of 10. Seriously this thing is 
pristine and the adoption took place Saturday the 21st. Thanks Bruce 
for takeing such good care of it. To make it a 10 I would like to find 
the clock knob. This is the only thing missing and is probably the 
needle in the haystack. If anyone has an extra one or could possibly 
send me a picture of one that I could use to find/make an acceptable 
copy I would sure appreciate it. 


I have also located and sent for an HT37. So I'm not looking 
anymore. I hope to be on the air soon with this set up and working some 
stations using "ancient modulation". Look for me in a week or so. 


I'd like to thank all of you who have given me your advice and 
warnings and made offers of pictures and schematics etc. Without all 
that information that you provided I would not have been able to make 
educated choices on types of gear and what to look for and what to 
avoid. I would specialy like to thank Grant for the time he has taken 
with me along with Steve, Doug, Joel and those who welcomed me to the 
List and offered their 2 cents worth. 


TNX es best 73, Steve. 


Lilly Tomlin; 
"No matter how cynical you get you'll never catch up." 


Date: Mon, 23 Jun 1997 11:21:46 -0600 (MDT) 

From: dfrancis@iex.net (Dexter Francis) 

To: boatanchors@theporch.com 

Subject: ARC-5 40 m Tx Questions 

Message-ID: <v01520d03af£d40c101374@[207.0.57.74]> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


One of the items that followed me home from Foothill was an ARC-5 
transmitter that covers 7 to 9.1 mHz. It's had a few nicely done 
modificaitons that I'm trying to figure out: 


1) Added a meter to the front panel. 

2) Extra antenna post on the front panel (has 2 now). 

3) 1625 tube removed, hole covered with a plate, now holding a tuneable 

coil slug on underside. 

4) main coil removed, 6 pin socket in it's place. 

5) middle tuning capacitor on underside brought out to a knob on the side panel. 
6) power connector on back panel replaced with an octal socket. 

7) added 1/4 phone jack to front panel. 


I've gone thru the Surplus Radio Conversion handbooks (Vols I,II and III) 
and don't see a 

modification that looks like this. I'm not sure, but am thinking that this 
rig has just been 

minmally modified to run AM on 40 meters, but am not familliar enough with 
the stock configuration 

to be sure. The rig is so clean I'd like to get it running. 


Any advice from the old ARC dogs? 
-df 
* CWest Tube Sales - P.0.B. 22443 SLC, UT 84122 * 


x http://www.usa.net/~dfrancis/CWest_Tube_Sales.html x 
* e-mail to: tubes@usa.net x 


Date: Mon, 23 Jun 97 13:21:51 PDT 
From: "Gene S. Katz" <gkatz@motown.1lmco.com> 
To: boatanchors@theporch.com 


Subject: UPS, packing, shipping, etc. 

Message-ID: <Chameleon.970623133311.gskatz@pc062164.motown.1lmco.com> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


Name: Gene Katz 

E-mail: gkatz@motown.1lmco.com 
Date: 6/23/97 

Time: 13:21:51 


This message was sent by Chameleon 

Someone on the net mentioned using foam carpet 
underlayment. I concur, as part of a well packed 
and sealed package. I used this stuff and bubble 
wrap to ship four large German tube radios 
(25x16x12) in four single boxes to Japan via Air 
Nippon Express. They were picked up at my home 
and delivered to a front door in Kyoto, sans 
damage or loss of any kind except for one tube 
that popped loose. The tube was held okay by 
small bubble wrap inside the cabinet. I also 
removed the dial glasses and wrapped in small 
bubble wrap and shipped sparately with popcorn 
(styrofoam). Not a scratch. I used the foam 
carpet underlayment as a barrier between the 
inside of the box and the bubble wrap wrapped 
around the radios at least twice in both length 
and height. My friend wrote me about the superb 
packing job. I was lucky. I also marked the boxes 
as glass, fragile, this end up, do not stack, and 
turned them on end with the address labels on the 
short side, the stronger end. Just an idea, but 
it worked for me. And I don't know if the 
handlers were union or non-union either! 73 Gene 
KC6BLD 


Date: Mon, 23 Jun 1997 13:57:04 -0400 

From: "Yves Dussault" <dussault@vipxlnet.com> 

To: boatanchors@sco.theporch.com 

Subject: R46 speaker grill cloth 

Message-ID: <3.0.1.32.19970623135704.006e595c@vipxlnet. com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="iso-8859-1" 


Content-Transfer-Encoding: quoted-printable 
Hi les "ancres =EO bateaux"! (french for boatanchors!!!) 


I acquired a R46 Hallicrafters speaker. It is OK except that it needs a new 
grill cloth. What should be its colour? Black? And what kind of texture? 
Anybody who has one, please take time to look at your speaker! 

Thanks in advance! 


73 


VE2ATD 
Yves Dussault 
Montreal=20 


Date: Mon, 23 Jun 97 12:41:49 CDT 

From: sinned@VNET.IBM.COM 

To: boatanchors@sco.theporch.com 

Subject: 7060/'36 Frampton/WXx 

Message-ID: <199706231755.RAA21111@sco.theporch. com> 


Anchorite Brasspounders, 


Thanks to a tip about xtal holders from Bobbi, and a good 7060 rock 
borrowed from AB5L, the '36 Frampton is rarin' to burn some ether. 
I plan to be on M/T/W/Fri nites from 8pm to 10pm CDST this week, if 
we don't have another week of thunder storms every day! QRN has been 
VERY bad. I hope to be able to hear more than just static crashes. 


During all the storms, I got busy and moved the Frampton into an 
enclosed rack/cabinet so I feel lots safer now than before, when all 


was out in the open. 


I also have 7057 and 7065 rocks, so if 7060 is clobbered, open up those 
IF's , tune around, and maybe we'll get some QSO'ing done. 


73's & CUL 
Dennis W5FRS 


Date: Mon, 23 Jun 1997 12:55:48 -0600 


From: "Grant Youngman" <nq5t@gte.net> 

To: boatanchors@sco.theporch.com 

Subject: Re: HQ-180 adopted. HT37 on the way. 
Message-ID: <199706231756 .MAA11493@smtp.gte.net> 
MIME-Version: 1.0 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 


Steve Henshall wrote: 


> I have 

> obtained an HQ-180 that is 9.9 out of 10 ... Snip .... 

> the clock knob ... is the only thing missing and is probably the 
> needle in the haystack. 


I hear there is a huge supply of the clock control knobs, along with 
crystal socket covers for Rangers and DX-20s, and the back panels for 
DX-40s located somewhere close to all my missing left socks .... 


om) 
Grant 


Grant Youngman -- NQ5T 

nq5t@gte.net 

HTTP: //home1. gte.net/nq5t/index.htm 
Double Oak, TX (near Dallas) 


Date: Mon, 23 Jun 1997 14:09:59 -0500 

From: George McCrary <geo@ipass.net> 

To: boatanchors@sco.theporch.com 

Subject: HQ-129X Bandspread 

Message-ID: <3.0.16.19970623141217 .39f7063e@ipass.net> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Hello Folks, 


I've finally gotten my first pair of boatanchors up and running 
(SX-101A/HT-32). So now I'm on to the next project, a Hammarlund HQ-129X. 


At some point in this little guy's life someone buggered up the 
bandspread dial. It has chunks bit out of it around the edge. Honest, it 
does. I don't know what bit the chunks out, but it rendered the dial 
useless as far as the slip drive mechanism was concerned. So they replaced 
the bandspread dial with a second main tuning dial but mounted the old 


bandspread dial (with the chunks bit out of it) in front of it. In order to 
keep the bandspread from dragging (on the parts that weren't bit off), they 
cut the edges off it, actually cutting off some of the numbers. It's pretty 
awful. The crystal filter was munged up too, bit I can £1ix that, I think. I 
hope. 


So, I'm really in need of a HQ-129X bandspread dial to fixup an 
otherwise extremely cool receiver. Anybody have one they'd be willing to 
part with? Or a parts unit? Or even a photocopy of a clean bandspread dial? 
(Can you tell I'm desperate?) 


Thanks & 73, 
George (KQ4QM) 


End o£ BOATANCHORS Digest 1517 


KAKKKK KKK KK KIKI KKK IAAI KKK 
>1518 

>From owner-boatanchors@sco.theporch.com Mon Jun 23 21:59 CDT 1997 
>Received: from sco.theporch.com (sco.theporch.com [207.234.31.38]) 

> by uro.theporch.com (8.8.6/A-UX-3.1.1) with ESMTP id VAA04418 

> for <SHIMSHON@URO.THEPORCH.COM>; Mon, 23 Jun 1997 21:59:22 -0500 (CDT) 
>Received: from sco.theporch.com (localhost [127.0.0.1]) 

> by sco.theporch.com (8.8.6/SCO-5.0.2) with SMTP id CAA11383; 

> Tue, 24 Jun 1997 02:58:33 GMT 

>Message-Id: <199706240258.CAA11383@sco.theporch. com> 

>Date: Mon, 23 Jun 1997 21:58:33 CDT 

>Sender: owner-boatanchors@theporch.com 

>From: boatanchors@theporch.com 

>To: Old Tube Radios <boatanchors@sco.theporch. com> 

>Subject: BOATANCHORS digest 1518 

>Mime-Version: 1.0 

>Content-Type: multipart/mixed; boundary="-- 
__ListProc__NextPart__867121109433560554" 

>X-Listprocessor-Version: 8.1 -- ListProcessor(tm) by CREN 

>Status: 0 


BOATANCHORS Digest 1518 
Topics covered in this issue include: 


1) NEW storage bags for "Gibson Girl" radios 

by "Ian Abbott" <ian@gene.COM> 
2) ARC-5 TX quandry 

by wally@mindy.sys.sdl.usu.edu (Wally Gibbons) 
3) WTB ARC-27 in San Francisco Bay Area 


by "Ian Abbott" <ian@gene.COM> 
4) Re: HQ-180 adopted. HT37 on the way. 
by "Bob Duckworth" <wb4mnf@atl.org> 
5) FS 
by kb5wwo@juno.com (George Folse) 
6) Re: Packing w/foam 
by Jim Lowman <jmlowman@ix.netcom.com> 
7) Battleship Receiver 
by Eugene Rippen <soundval@foothill.net> 
8) U(oo)PS 
by berg stephen erik <z931086@corn.cso.niu.edu> 
9) Need Info-Premier Metal 
by anders@autopsy.csd.sgi.com (Greg Anders) 
10) WTB/accessories for SP-600-JX 
by J P Taillebois <jpt1@idirect.com> 
11) Re: UPS - OOPS 
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Date: Mon, 23 Jun 1997 12:47:56 -0700 

From: "Ian Abbott" <ian@gene.COM> 

To: boatanchors@theporch.com 

Cc: ilan@gene.COM 

Subject: NEW storage bags for "Gibson Girl" radios 
Message-ID: <9706231247 .ZM23622@emerald.gene.com> 


Mime-Version: 1.0 
Content-Type: text/plain; charset=us-ascii 


Hello- 


While scrounging for goodies at a surplus store near my home, I've 

come across a stash of new, old stock BG-155 storage bags for the classic 
"Gibson Girl" emergency radio. These bags are xbright* yellow rubberized 
canvas, heavily padded, measuring approximately 24" high and 16"x18" on top. 
They're marked in black text on top, and inside they include a separate vinyl 
sleeve for kite parts and several blocks of padding to keep your Gibson Girl 
comfortable. I've seen a number of these bags in the past, but they've always 
been scuffed and grungy from years of sitting around in airplanes and depots. 


Here's the best part: I paid $10 each for the two I bought! 
There were about 18 of these left after I bought mine. 


The surplus store in question is RA Enterprises on De La Cruz Blvd in 
Santa Clara, California. The phone number is (408) 986-8286. I don't know if 
they'll ship, but something relatively soft xmightx be safe in the hands of 
those maniacs at UPS... 


Please note that I have xnox connection with this business except for 
having spent too much time wandering through their aisles. 


Cheers! 


IEA 


"Are you boys the police?" 

"No ma'am, we're musicians." 
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Date: Mon, 23 Jun 97 13:53:11 MDT 


From: wally@mindy.sys.sdl.usu.edu (Wally Gibbons) 

To: boatanchors@sco.theporch.com 

Subject: ARC-5 TX quandry 

Message-ID: <9706231953 .AAQ03796@mindy.sys.sdl.usu.edu> 


Greetings, 


I've had quite a flow of BA's into the shack the last couple of weeks, an R-390A, 
CEI RS-111, etc,. 


Picked up one over the weekend which has me wondering what to do with the thing. 
It's a T-18/ARC 5 transmitter made by A.R.C., in original condition. It covers the 
2.1-3 mhz frequency range. Completely un-modified, all covers/tubes/xtal present. 
It's even clean!! One of the vent slats is bent slightly, but other than that it's 
perfect. For the price I couldn't say no to it. 


So, what to do with it? It could be modified for 160, or 80 meters, and put on the 
air. I'll never do that, as I have become adverse to modifications and don't have 
the connectors/etc required to do run the transmitter as it is. 


So, what's the best thing to do here. Is there a group who need's it for a 
restoration project for an aircraft? Is there a museum who want's it?? What is the 
thing worth??? Does someone need it to complete a set of all transmitters ever 
made???? 


I've considered putting it on the shelf and showing it off, but that seems a waste 
if there were someone more "needy" than me, or willing to USE the transmitter. 


Comments, Dave Stinson (welcome back) and others??? 


Wally Gibbons 
wally@mindy.sys.sdl.usu.edu 
North Logan, Utah 


Date: Mon, 23 Jun 1997 13:01:59 -0700 

From: "Ian Abbott" <ian@gene.COM> 

To: boatanchors@theporch.com 

Cc: lan@gene.COM 

Subject: WTB ARC-27 in San Francisco Bay Area 
Message-ID: <9706231301.ZM112@emerald.gene.com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 


As the subject line indicates, I'm looking to buy an ARC-27 UHF 


transceiver, and owing to the size and weight of those things I'd prefer one 
that I could pick up within 100 miles of Santa Clara, California. 


I'm trying to outfit the Grumman C-1 Trader cockpit I recently 
acquired for my backyard. (The C-1 was the Navy's Carrier-Onboard-Delivery 
(COD) version of the S-2 Tracker submarine hunter.) If you have any other 
pieces or doo-dads that belong in a C-1/S-2 cockpit, please let me know! 


And yes, my wife thinks it's xneat*x to have an old airplane cockpit 
in the backyard! Believe me, I *xdox know how lucky I am! 


Cheers! 


IEA 


"Are you boys the police?" 

"No ma'am, we're muSicians." 
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Date: Mon, 23 Jun 1997 16:23:36 +0100 

From: "Bob Duckworth" <wb4mnf@atl.org> 

To: <|.From:Henshall@atl.org>, Steve <Steve_Henshall@heald.edu>, 
"<| To: Old Tube Radios" <boatanchors@sco.theporch.com> 

Subject: Re: HQ-180 adopted. HT37 on the way. 

Message-ID: <199706232020.QAA24287@at1.org> 


Steve- 


The small plastic knurled nut that comes on 6 and 12 volt 

lantern batteriies makes a passable clock knob. 

Actually makes a good small knob for a lot of things. 

If you want to add a pointer to it, drill a small hole and 

make a thick paste with flour and water and press it in. 

wipe excess with a damp cloth. It will stay in well and is 

nice and white (if you use bleached flour). Can use a small piece 


of brass shim stock (autoparts store) to make a spring to 
hold the 'knob' on. 


-bob 


Date: Mon, 23 Jun 1997 17:06:30 EDT 

From: kb5wwo@juno.com (George Folse) 

To: boatanchors@sco.theporch.com 

Subject: FS 

Message-ID: <19970623.145855.5071.1.kb5wwo@juno.com> 


All, 
These items are FS price includes shipping, 


HW17 2m AM transciever w/ mic mint $80 
HQ 110 w/clock works minor wear on panel $130 
SW 717 SW rec, works some what $35 

Thanks, 


George Folse KB5WwWO kb5wwo@juno.com 

630 Dolhonde St. 

Gretna,La.70053 

504-362-1896 ph/fax 

Collector of Heathkit,EF Johnson,and Atwater Kent AMI#937 


Date: Mon, 23 Jun 1997 14:13:28 -0700 
From: Jim Lowman <jmlowman@ix.netcom.com> 
To: dfrancis@iex.net 

Cc: boatanchors@sco.theporch.com 

Subject: Re: Packing w/foam 

Message-ID: <33AEE6F8.43F@ix.netcom.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Dexter Francis wrote: 


One of the great 

balancing acts at Apple was to design the packaging for the displays so 
that they would survive individual shipment by motor-freight carriers. A 
70 LB 17" color display is probably about the same fragility as a 70 lb BA 
rig 


VVV VV 


Is it that computer vendors, for example, have packing materials that 
are 

molded to fit the object being shipped, that accounts for less damage in 
shipping? Or is it that the motor carriers involved take the items 
directly to their destination, and they don't go through the 
classification and routing that packages shipped via UPS do? Someone 
has already mentioned the conveyor belt problem in an earlier comment 

on this subject. 


I have to admit to having good luck with UPS on the receiving end, but 
then I've never shipped a BA. Thus far, they have delivered three 
computer systems to me, including monitors, and one notebook computer, 
and there's never even been a scratch on any of the packages. 


As a side note, we were sending some paperwork via USPS overnight mail 
from Hawaii a few weeks ago, at the post office near the airport in 
Hilo. 

While we were standing in line, a woman from some sort of specialty 
florist came in with a bunch of packages for shipment. I guess USPS 
doesn't have any special handing for business customers, and this really 
slowed down the process. The point is, I've seen an increase in the 
number of items shipped via USPS, especially from smaller vendors of ham 
supplies. 


73 de Jim - KF6CR 


Date: Mon, 23 Jun 1997 12:58:34 -0700 

From: Eugene Rippen <soundval@foothill.net> 
To: boatanchors@sco.theporch.com 

Subject: Battleship Receiver 

Message-ID: <33AED56A.6399@foothill.net> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I posted an inquiry as to the "Battleship Receiver' I got. 


It had a metal label on the side saying it was a 
"Battleship Receiver" 


It is a version of an I-P-500 as shown on page 64 of 
the 2nd edition of "Vintage Radio" 

The two tube detector/amplifier looks just like the 
one at the side of the I-P-501 on the same page. 

The date of the receiver is probably between 1914 and 
1918. Remember, it has no tubes, just terminals for 


connecting either a Crystal Detector or an "Audion". 
This is even older than me. 


Gene 


Date: Mon, 23 Jun 1997 16:44:52 -0500 (CDT) 

From: berg stephen erik <z931086@corn.cso.niu.edu> 

To: boatanchors <boatanchors@theporch.com> 

Subject: U(oo)PS 

Message-ID: <Pine.3.89.9706231655 .A16078-0100000@corn.cso.niu.edu> 
Mime-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


The boxes I received that have had the most gentle treatment, were those 
that contained so-called "hazardous" materials such as primers, and 
smokeless gunpowder. It costs an extra 8 dollars or so for such 
shipments, but I have the sneaking suspicion that xthosex packages are 
not drop kicked out of aircraft on the way to their destination. UPS has 
mangled even carefully packed shipments of electronic gear, but the 
reloading supplies have always arrived unscathed. Perhaps we should pay 
the hazardous fees, after all if all the tubes in a BA unit like a 200V 
imploded at once, it *might* constitute a "hazard." 


Steve WA9IJML 
Z931086@corn.cso.niu.edu 


Date: Mon, 23 Jun 1997 14:45:44 -0700 

From: anders@autopsy.csd.sgi.com (Greg Anders) 

To: boatanchors@sco.theporch.com 

Subject: Need Info-Premier Metal 

Message-ID: <9706231445 .ZM18306@autopsy.csd.sgi.com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 


I have been told that a company named Premier Metal Products, I believe 
has cabinets for rack size rigs like the SP600. Does anyone know where they 
are 
located or better yet, have a phone number??? 


Thanks, 


Greg Anders 


"If at first you don't succeed...... then skydiving is not for you" 


anders@autopsy.corp.sgi.com 
KG6YV 


Date: Mon, 23 Jun 1997 18:03:47 -0400 

From: J P Taillebois <jpti@idirect.com> 

To: boatanchors@theporch.com 

Subject: WTB/accessories for SP-600-JX 

Message-ID: <199706232203 .SAA29356@relief.idirect.com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


>Date: Mon, 23 Jun 1997 07:31:51 

>To: boatanchors net 

>From: J P Taillebois <jpt1@idirect.com> 

>Subject: WTB/accessories for SP-600-IJX 

> 

>Hi folks, 

> 

>I have a real nice SP-600-JX and would like to find a matching spkr and 
SPC-10 ssb adaptor for it. 

>Also any suggestions or mods for the above? It has a mod for amplifying the 
audio at the moment. 

> 

>73 

> 

Jean Paul Taillebois 996 Greenlane court, Oshawa, Ontario,Canada L1K-2C6 
e.mail jpti@idirect.com 

packet: ve3jpt@ve3dax 


voice: 905-723-1811 

fax/data:905 723-9156 

Collector: Hallicrafters,Central-Electronic,Gonset, Military BA, antique 
radio memorabilia. 


Date: Mon, 23 Jun 1997 18:05:09 EDT 

From: w9qje@juno.com (Snaproll Stan) 

To: boatanchors@sco.theporch.com 

Subject: Re: UPS - OOPS 

Message-ID: <19970623.170008 .5263.0.w9qje@juno.com> 


When I've ordered things from Don Merz he ships RPS but 
the packages are delivered on this end by UPS. Are the 
two in cahoots? In any case I've never had a problem 
with anything packed by Don. He does good! 

73 de Stan - W9QIJE/AE 


Date: Mon, 23 Jun 1997 17:15:48 +0000 
From: jworth@scn.org 
To: boatanchors@theporch.com 
Subject: :::::::::  QST MAGAZINES FOR’ SALE SDE iss 
Message-ID: <199706232218 .PAAQ6787@scn.org> 
titi: QST MAGAZINES ::::: 
I have posted to BOATANCHORS so that all of you BA fans can have 
"first chance" at these before I post to the newsgroups. 
Please add $3 postage for each year. 
Please, no individual issue sales at this time. 
All are in VERY GOOD - EXCELLENT condition unless otherwise stated. 
1958 -- Complete $12.00 


1959 -- No Feb, Mar $10.00 


1960 -- Complete $12.00 


1961 -- No June $11.00 


1962 -- Complete $12.00 
1963 -- No April $11.00 
1964 -- Complete $12.00 
1965 -- Complete $12.00 
1966 -- Complete $12.00 
1967 -- Complete $12.00 
1968 -- Complete $12.00 
1969 -- No Nov $11.00 


Jacob Worthington 
AA4FM 
Conway, Arkansas, USA 


Date: Mon, 23 Jun 1997 18:19:01 -0400 (EDT) 

From: RhyneK@aol.com 

To: boatanchors@sco.theporch.com 

Subject: FS: Hallicrafters Speakers R-46 and R-46A 
Message-ID: <970623181836_615743032@emout13.mail.aol.com> 


I have for sale two Hallicrafters speakers. One is the R-46 500 ohm match and 


the other is the R-46A with 3.2 ohm match. Both speakers work. The R-46A 
I would rate cosmetically as a 9 on a scale of 1 to 10. The R-46 I would 
rate as a 8 1/2. I am asking $60 each plus shipping. 


Date: Mon, 23 Jun 97 16:14:36 PDT 

From: Jay Coward <jayc@hpcmrd42.sj.hp.com> 

To: boatanchors@sco.theporch.com 

Cc: jayc@hpcmrd42.sj.hp.com 

Subject: Frontier Capacitor 

Message-ID: <9706232314.AA19863@hpcmrd42.sj.hp.com> 


Greetings to the Group, 

Does anyone know the status of Frontier 
Capacitor?I hear that it was for sale and 
has that been effected?I£ so,are they open 
for business?If they are indeed closed,who 
else does cap rebuilds? 

Thanks,73 Jay 
ps One of the box shaped caps in my HP 200C 
decided it had had enough! 


Date: Mon, 23 Jun 1997 17:32:23 -0700 (PDT) 

From: tomrice@netcom.com (Tom R. Rice) 

To: boatanchors@sco.theporch.com (boatanchors list) 
Subject: Re: UPS vs. RPS 

Message-ID: <199706240032.RAAQ6332@netcom14.netcom. com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=US-ASCII 
Content-Transfer-Encoding: 7bit 


When I've ordered things from Don Merz he ships RPS but 
the packages are delivered on this end by UPS. Are the 
two in cahoots? In any case I've never had a problem 


VVNV WV 


We live in a remote area, about an hour from the 
nearest town. More than once, I've had incoming 
shipments via RPS where they would call to find out 
where I live, then they would tell me "that's out 
of our delivery area" (a lie, as it's done by zip 
code and ours is the same as the town thirty miles 
away). They just don't wanna tie up a truck/driver 
for one package for two hours. 


UPS, on the other hand (Fed Ex also), has no problem 
coming out here for the teensiest delivery. So 
possibly a switch is made for a reason of that sort. 


I just tell my shipper to _never_ ship via RPS! 


(But, frankly, I've gotten to the point where I'd 
rather go pick the thing up.) 


73 de WB6BYH 


"Start off every day with a smile and get it over with." --W.C.Fields 
Tom R. Rice 

tomrice@netcom.com 

CIS: 71160,1122 


Date: Mon, 23 Jun 1997 19:56:08 GMT 

From: "Robert S. Ross" <radiorob@serix.com> 

To: boatanchors@sco.theporch.com 

Subject: Howard 436 Rec'r Info Needed...... 
Message-ID: <3.0.16.19970623210407 .19d7e378@serix.com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Hello Folks: 


Does anyone out there have a Howard 436 Receiver??? I have just been 
offered one....and will be picking it up later this week. I know that it 
was made in 1939...and I have read the small blurb about it in Moore's 
Book...but I would be interested in any comments others may have about 
it..especially from other owners. I understand that these receivers are 
quite hard to find..... this is the only one I have ever come across in 20 
years of collecting! How well do these guys perform, what is good/bad about 
them??? 

Any comments on rarity and or going price of these receivers would be 
helpful. The owner tells me that the receiver is a " Low relief Brown 
Wrinkle Finish"....is this the original Colour/finish on this Radio???? The 
radio comes with the original manual....which is a bonus....and is in 
working condition..in nice cosmetic condition.... 

Any input on this receiver is most welcome..... and will help me to better 
understand what it is I am buying..... 


Thanks...73..ROB 
Robert S. Ross VA3SW 
London, Ontario, CANADA 


Radio DX'er 
Antique Radio Enthusiast 


Wayward home for Hot Tubes....Heavy Radios...and Chrome Microphones!!! 


Date: Mon, 23 Jun 1997 18:23:37 -0700 
From: Doug Gordon <dmgordon@pacbell.net> 


To: Multiple Recipients of the List <boatanchors@sco.theporch.com> 
Subject: Old Arizona Auction info 

Message-ID: <33AF2199.379A@pacbell.net> 

MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hi All, 


Can someone out there with a memory(I'm over 55 Ken)tell me the name and 
address of the gentleman from Arizona who had a large lot of nifty 
equipment on which he was accepting bids. I think it was last year or 
mebe first part of this one. Had an ad in ARC among others. As I 
recall there was an SX-88 and a B&W one of a kind Xmtr worth Bazillions 
in the lot. A correct answer will win my respect for younger as well as 
older people with memories superior to mine. Thank-you! 


73% 


Doug K6PUN 


Date: Mon, 23 Jun 1997 21:54:05 -0400 (EDT) 
From: leeboo@ct.net (Leon Wiltsey) 

To: BOATANCHORS@SCO.THEPORCH. COM 

Subject: LOST ORDER 

Message-ID: <199706240154.VAA13042@blue.ct.net> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


>To: GB 

>From: leeboo@ct.net (Leon Wiltsey) 

>Subject: LOST ORDER 

S 

>WILL THE PERSON WHO NEEDED THE 12B4 TUBES PSE EMAIL ME AGN TNX 
> 

t THANK THE LORD FOR ALL YOU HAVE 


68 yx old semidisabled senior 

(stroke got my balance & hand to eye coordination) 
ham agn as KF4RCL TECK+ (MUCH HAPPINESS) 

BUILD MOST OF MY STATION EQUIP 

SUB.BA & GB-- NO SOLID STATE 


Leon B Wiltsey (Lee) 
4600 Lake Haven BLVD. 
Sebring, Fl. 33872 


SEBRING FL. WHERE THERE IS NO QRM 
FROM ANYTHING LOCAL 


Date: Mon, 23 Jun 1997 20:53:20 -0500 (CDT) 

From: arc5@ix.netcom.com 

To: boatanchors@sco.theporch.com 

Subject: Re: Old radio restoration, -or- just how close anyway? 
Message-ID: <1997623205043215724@ix.netcom. com> 

MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 


Larry raises some interesting questions. 
Unfortunately, they aren't easily answered. 


What is a "collector" radio? 
What modifications, if any, are acceptable? 
What are the price considerations? 


None of these can have a firm, once-for-all answer. 
There may be a set of "standards" for museums to 
exchange display items, but we're dealing with 
individual tastes here. 

There are no standards when you're talking about 
personal tastes, so the answer to all these 
questions can only be -- whatever any given 
buyer/seller/trader/collector thinks they are. 


Of course, if it's already mangled, I say 
break out the hack saw. But let's consider 
the untouched RBL. 

Here are my "personal" opinions 

on some of Larry's points concerning historic 
military gear: 


1. Make no change whatever that is not 100% restorable. 
Now that sounds simple, but it's not, really. I call 
replacing the Larry's mangled screws with same-design 
types to be acceptable. Some people would not. 


Some changes must be made if the radio is to be used. 

I would replace bad caps with new ones xif* I can't 
reasonably find a way to restore the old ones. 

I rebuild the bathtub caps in my Command Set receivers. 
Other people will suffer with the bad ones first. 


I change the mike element in my WW-II carbon mikes, 
because I don't have to yell over the din of 

four Wright Cyclone engines and ten machine guns 
and this change is required if the rig is to go 

on the air (and no other, I might add!). 


Drilling xany* hole in xanythingx on the radio is 
absolutly unacceptable to me, but I know people who 
would call a backfilled hole covered with new paint 
to be OK. I prefer using my imagination to get 
around the need for holes. 


2. Make no change without careful thought and a valid reason. 
Installing a three-wire cord for safety's sake is a valid 
reason to make a change, IMHO, but it's no reason to hack 

a new hole. Think about things. Look it over. Perhaps 

an "adaptor" that plugs into the original connector and has 
an extra wire to connect to a ground screw is the answer. 


Hacking-up the antenna output circuits of military rigs to 
"make them cleaner" is a good example of making mods without 
thinking things through. The "TVI machine" reputation 

of military rigs is and always has been a complete myth. 

A few people who didn't know better wrote some articles 

for CQ back in the 50s and everyone just parroted the 

same incorrect story. These rigs are clean when used 

as intended. But that's another article for later. 


3. Trying to make a Corvette out of a Model "T" is a bad idea. 

A Command Set receiver is not an Icom and it's never going to be. 
Trying to hack and chop a Model "T" Ford into a sports car 

is just plain foolishness. Try driving the Model "T" 

instead. You might be surprised -- there's a special 

skill and romance in it. If you want super performance, 

buy a Kenwood and save an historic relic for future admirers. 


These are one person's opinions. Yours will certainly 
vary. All we can do is try to find common ground 


when two of us decide to trade. 


73 DE Dave Stinson AB5S 
arc5@ix.netcom.como 


Date: Tue, 24 Jun 1997 02:06:43 UTC 

From: joelutz@juno.com (Joseph W Lutz) 

To: HEATH@LISTSERV.TEMPE.GOV 

Cc: boatanchors@theporch.com 

Subject: HEATHKIT SERVICE BULLETINS - CONT 
Message-ID: <19970624 .020656.3006.2.JOELUTZ@juno. com> 


CONTINUING: 

FEBRUARY 11, 1971 
HW-101 BULLETIN NO: 
SSB TRANSCEIVER HW-101-1 


VFO DRIFT 


The vfo coil has been changed to improve the drift problem experienced in 
many units. The old coil [PN 40-810] should be replaced by the new coil 
[PN 40-1976] whenever a unit displays excessive drift. This has been 
made a permanent change in all future production. 


SEPTEMBER 14, 1972 
HW-101 BULLETIN NO: 
SSB TRANSCEIVER HW-101-2 


REPEATED HETERDODYNE OSCILLATOR TUBE FAILURE 
INADEQUATE USB-LSB FREQUENCY DRIFT 


Change: R-212 from 220 Ohm to 330 Ohm 1/2 watt resistor [PN 1-4]. Lack 
of VFO shift range can be corrected by changing the value of the FET 
source resistor. 


Change: R-947 from 470 Ohm to 1000 Ohm [PN 1-9]. 


FEBRUARY 16, 1973 
HW-101 BULLETIN NO: 
SSB TRANSCEIVER HW-101-3 


CARRIER NULL CONTROL FAILURE 


Recently an improved mounting method was devised for the [PN 10-147] 
controls in kit models SB-102, SB-401 and HW-101. Current production 
utilizes a fiber washer for greater clearance and the case of the control 
is grounded by a separate wire. We are anxious to know if this will 
educe the failure rate. Please make note of any change, good or bad, and 
keep us posted. 


OCTOBER 29, 1973 
HW-101 BULLETIN NO: 
SSB TRANSCEIVER HW-101-4 


LOW OUTPUT ON 40 METERS 


SEE BULLETIN NO: SB-102-5 DATED OCTOBER 29, 1973 


MAY 23, 1974 
HW-101 BULLETIN NO: 
SSB TRANSCEIVER HW-101-5 


ALTERNATE METHOD OF NEUTRALIZING THE FINAL AMPLIFIERS 


SEE BULLETIN NO: HW-100-3 DATED MAY 23, 1974. 


MAY 23, 1974 
HW-101 BULLETIN NO: 
SSB TRANSCEIVER HW-101-6 


SB & HW SERIES AUDIO PREAMPLIFIER & VOX CIRCUIT 
TROUBLESHOOTING GUIDE 


SEE BULLETIN NO: SB-100-3 DATED MAY 23, 1974 


MAY 23, 1974 
HW-101 BULLETIN NO: 
SSB TRANSCEIVER HW-101-7 


SB & HW SERIES INSTABILITY & CORRECTIVE INFORMATION 


SEE BULLETIN NO: SB-100-4 DATED MAY 23, 1974 


DECEMBER 18, 1974 
HW-101 BULLETIN NO: 
SSB TRANSCEIVER HW-101-8 


OSCILLATIONS OR LOW DRIVE 


SEE BULLETIN NO: SB-100-5 DATED DECEMBER 18, 1974 


MAY 2, 1975 
HW-101 BULLETIN NO: 
SSB TRANSCEIVER HW-101-9 


SELF OSCILLATIONS OCCURRING AFTER INSTALLATION OF 
STEEL COMB BRACKETS 


SEE BULLETIN NO: SB-100-6 DATED MAY 2, 1975 


MARCH 26, 1976 
HW-101 BULLETIN NO: 
SSB TRANSCEIVER HW-101-10 
S-METER DRIFT 
To bring the meter drift to an acceptable level, install the following: 


CHANGE: R107 from 100K Ohm 1/2 Watt to 100K 1 Watt 
[PN 1-28-1] 


This makes the voltage divider string more stable with temperature 
changes caused by internal heating. 


This change will be made in future production runs. 


SUAS Sse esas ere eres NOVEMBER 
15, 1976 
HW-101 BULLETIN NO: 
SSB TRANSCEIVER HW-101-11 
LOW RECEIVER 
SENSITIVITY 


SEE BULLETIN NO. HW-100-7 DATED NOVEMBER 15, 1976 
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NOTE: FICHE FOR YEAR 1977 WAS NOT RECEIVED - SORRY. 
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JANUARY 20, 1978 
HW-101 BULLETIN NO: 
SSB TRANSCEIVER HW-101-18 


RF CHOKE IN FINAL PLATE CIRCUIT OVERHEATS OR 
DIFFICULT TO NEUTRALIZE ON 10 METER & 15 METER BANDS 


6146B tubes in the final amplifier may be causing this problem. To 
correct, replace with 6146A tubes. 


A label will be installed on the back panel of the HW-101 recommending 
the use of 6146A tubes only. The 6146B tubes should not be used as a 
replacement. 


FEBRUARY 2, 1978 
HW-101 BULLETIN NO: 
SSB TRANSCEIVER HW-101-19 


VFO SHIFT 


The trimmers on the VFO tuning capacitor tend to align at their minimum 
Capacitance. Therefore, the head of the screw may not be under 
sufficient pressure against the spring plates of the trimmers, and 
intermittant frequency shift can result. Changing C-947 from 56 to 47pf 
NPO [PN 21-147] will allow the trimmers to tune to a point with tighter 
compression. 


FEBRUARY 3, 1978 
HW-101 BULLETIN NO: 
SSB TRANSCEIVER HW-101-20 


LOW POWER OUTPUT, S-METER DRIFT, ETC 


The #44 pilot lamps presently used in the unit unbalance the 
series-parallel filament line because of their 250ma current 
requirements. 


In each unit srvice, change the pilot lamps to type #47 [PN 412-11]. 


This change will be incorporated in future runs. 


MARCH 31, 1978 
HW-101 BULLETIN NO: 
SSB TRANSCEIVER HWO101-21 


DISTORTED AUDIO, NO CARRIER NULL OR ERRATIC 
POWER OUTPUT IN VOICE MODE 


This problem may be caused by V1 oscillating at approximately 65KHZ, 
especially if a "GE" brand tube is used at this location. 


To correct, 


INSTALL: .005 uf capacitor [PN 21-57] in parallel with the .2 uf 
capacitor at C3. 


Install only as needed. 


APRIL 14, 1978 
HW-101 BULLETIN NO: 
SSB TRANSCEIVER HW-101-22 


RELATIVE POWER METER PEGS ON 15 AND 10 METER 


Diode CR-901 [PN 56-26] shuld be ounted on terminal strip BR with 1/2" 
leads. This introduces a slight amount of inductance into the circuit, 
which cures the problem. 


The next manual level will include this instruction. 


JUNE 5, 1978 
HW-101 BULLETIN NO: 
SSB TRANSCEIVER HW-101-23 


RELAYS REMAIN ENERGIZED AFTER TRANSMIT CONDITION 


After keying the transceiver with PTT for thirty to forty seconds, a 
positive voltage in excess of 10 volts appears at the control grid, pin 9 
of V12, thus keeping the relays energized. 


To correct the problem, replace V12 [PN411-124]. IEC Brand tubes have 
been found defective in several cases, but other brands may also cause 
this problem. 


Okay gang, will resume - hopefully tomorrow - with HW-101-24. Ciao! 


73 de JOE 
- ee ee ee eee W7LPF/4 (NNNOKUU)- - - - - - - - - - - - - - = 
QWCA - NCVA - SOWP - FISTS 
Gordonsville, Va 22942 (Orange County) 
Looking for: Heathkit HR/HX-20, MR/MT-1, 
Collins 516F-2, 312B-4, EFJ TR Switch 


Date: Mon, 23 Jun 1997 19:45:56 -0700 

From: David Medley <davemed@worldnet.att.net> 

To: w2ec@VNET.IBM.COM 

Cc: boatanchors@theporch.com 

Subject: Re: KWM-2A (Japanese built?) 

Message-ID: <3.0.1.32.19970623194556.00713f£90@postoffice.worldnet.att.net> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Hi guys. I have noted some discussion re the manufacture of KWM2A radios in 
Japan and as I had direct knowledge of this I thought some comment would be 
interesting to the list. 

I worked for Collins/Rockwell for many years mostly in the International 
Division. I was the one who was instrumental in setting up the Collins 
Subsidiary Company in Japan and persuading the establishment in Cedar 
Rapids to start manufacturing the KWM-2A there. This was no mean feat as 
there was a minimum of enthusiasm in Cedar Rapids concerning this project. 
Eventually I managed to obtain all the parts necessary to assemble one unit 
and this was duly done meticulously by Japanese technicians. When this 
radio was completed I took it back to Cedar Rapids for their approval and 
after trying every way to find fault they grudingly admitted that it was 
well done. The Japanese presented this radio to me as a token of 
appreciation. I used it fora 

number of years and honestly this was the finest KWM-2A I had ever seen 
either before or since. How many were finally manufactured in Japan I 
really don't remember but it was not very many, probably less than 50. They 
sold well in Japan but I don't believe any more than mine reached this 
country at that time. As a matter of fact I recall one of the clauses in 
the agreement with the Japanese prohibited sale outside Japan. So I was 
very much 

surprised when I read that Ray had one of these radios and more surprised 
at the reported defects. The Japanese I dealt with were even more quality 
conscious than the guys in CR. I eventually gave my radio to a helicopter 
pilot in Columbia who had been injured in an aircraft accident while 
engaged in drug interdiction. This is another story in itself. I would bet 
this radio is still in operation somewhere in South America. 

I now wish I had kept the radio and given the pilot a Cedar Rapids model!! 
Hope this clears up the discussion. 

73 de Dave KI6QE/7 


Date: Mon, 23 Jun 1997 22:56:44 -0400 (EDT) 
From: DCrespy@aol.com 


To: davemed@worldnet.att.net 

Cc: boatanchors@sco.theporch.com 

Subject: Re: R390a panel finishing 

Message-ID: <970623225621_1378244258@emout18.mail.aol.com> 


Dave, 


My R-390 panel was engraved. I used ordinary interior latex paint, filled 
the engaved areas and wiped off the excess with an old t-shirt. The beauty 
of the latex is easy cleanup if you can't clear a smear. It was surprisingly 
durable. Worked well on the knobs too, as I remember (it was about 5 years 
ago). 


Also.. If you could forward a copy of the SX-42 capacitor cover print, It 
would help my restoration a lot! 


Thanks 
Harry Crespy KG5LO 


71 Gunther Ct 
Saline MI 48176 


End of BOATANCHORS Digest 1518 
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